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YOUR  ONE - STOP QUALITY PUMP CENTRE 

EBARA WATER BOOSTER PUMP SYSTEM

UE PRO HYDRO PNEUMATICUD UN BPCUE MINI - EVMG UE MINI-CDXUE MONO UE MINI - 3M 

DOMESTIC AUTOMATIC BOOSTER PUMPS

AM 4 PT       1’’ x 1’’   0.3 kw   240 v  
Max. cap.  80 l/min   Max. pressure : 20.5 m
AM 6 PT      1’’ x 1’’   0.44 kw   240 v  
Max. cap.  80 l/min   Max. pressure : 30.7 m
AM 8 PT      1’’ x 1’’   0.75 kw   240 v  
Max. cap.  80 l/min   Max. pressure : 39 m

COMPACT HORIZONTAL 
MULTI - STAGE PUMPS
WITH HYDRO PNEUMATIC 
BOOSTER SYSTEM 

CDXM 70 / 05 PT 1 ¼ ’’ x 1” 0.37 kw 240 v  
Max. cap. 90 l/min    Max. pressure : 21 m
CDXM 70 / 07 PT 1 ¼ ’’ x 1” 0.55 kw 240 v  
Max. cap. 80 l/min     Max. pressure : 29 m
CDXM 90 / 10 PT 1 ¼ ’’ x 1” 0.75 kw 240 v  
Max. cap. 110 l/min   Max. pressure : 30 m

CDX STAINLESS STEEL
SINGLE STAGE PUMPS    
WITH HYDRO PNEUMATIC 
BOOSTER SYSTEM 

CDXM 70 / 05 PC 1 ¼ ’’ x 1” 0.37 kw 240 v  
Max. cap. 90 l/min    Max. pressure : 21 m
CDXM 70 / 07 PC 1 ¼ ’’ x 1” 0.55 kw 240 v  
Max. cap. 80 l/min     Max. pressure : 29 m
CDXM 90 / 10 P

CDXM 70 / 05 PC
Max. cap. 90 l/min
CDXM 70 / 07 PC
Max. cap. 80 l/min
CDXM 90 / 10 PCC 1 ¼ ’’ x 1” 0.75 kw 240 v  
Max. cap. 110 l/min   Max. pressure : 30 m

CDX STAINLESS STEEL
SINGLE STAGE PUMPS
WITH PRESSURE CONTROL
BOOSTER SYSTEM    

YOUR  ONE - STOP QUALITY PUMP CENTRE 

VARIABLE SPEED AUTOMATIC BOOSTER PUMPS

JET E WITH INTEGRATED PID CONTROLLER
THREE PHASE MOTOR WITH 240V SINGLE PHASE INPUT

WEIGHT     DIMENSION ( mm )
KG
15
16
15
17
20
16
18

MODEL
JET E

70 / 07
90 / 10

120 / 07
120 / 12
120 / 20
200 / 12
200 / 20
200 / 25

POWER 
KW

0.55
0.75
0.55
0.9
1.5
0.9
1.5
1.8 21

L
318
318
318
318
345
318
345
345

W
160
160
160
160
180
160
180
180

H
605
605
605
605
625
605
605
625

JET E ( P )
JET E ( P1 ) 

AM 4 PC 1’’ x 1’’   0.3 kw   240 v  
Max. cap.  80 l/min    Max. pressure : 20.5 m
AM 6 PC 1’’ x 1’’   0.44 kw   240 v  
Max. cap.  80 l/min    Max. pressure : 30.7 m
AM 8 PC 1’’ x 1’’   0.75 kw   240 v  
Max. cap.  80 l/min    Max. pressure : 39 m

COMPACT 
HORIZONTAL MULTI - STAGE PUMPS
WITH PRESSURE CONTROL
BOOSTER SYSTEM 
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EBARA STANDARD PUMPS

JESX - JEX 

STAINLESS STEEL SELF 
PRIMING PUMP

Max. Pressure : 6 Bar

Max. Capacity ; 75 l/min

Power : Up To 1.1 kw

 COMPACT  AM / BM

HORIZONTAL
MULTI - STAGE PUMP

Max. Pressure : 8.5 Bar

Max. Capacity : 120 l/min

Power : Up To 1.1 kw

CDX / 2CDX

STAINLESS STEEL 
CENTRIFUGAL PUMP

Max. Pressure : 7 Bar

Max. Capacity : 250 l/min

Power : Up To 3.7 kw

MATRIX

STAINLESS STEEL  
MULTI - STAGE PUMP 

Max. Pressure : 10 Bar

Max. Capacity  : 450 l/min

Power : Up To 4 kw

DWO OPEN IMPELLER

STAINLESS STEEL 
CENTRIFUGAL PUMP
Max. Pressure : 1.7 Bar

Max. Capacity : 1100 l/min

Power : Up To 3 kw

DWC OPEN IMPELLER

STAINLESS STEEL 
CENTRIFUGAL PUMP
Max. Pressure : 2.5 Bar

Max. Capacity : 750 l/min

Power : Up To 3 kw

3 SERIES SS304
2, 4P MOTOR

STAINLESS STEEL 
CENTRIFUGAL PUMP

Max. Pressure : 9 Bar

Max. Capacity : 4000 l/min

Power : Up To 55 kw

LPS

STAINLESS STEEL 304 
VERTICAL IN-LINE PUMP

Max. Pressure : 2 Bar

Max. Capacity : 400 l/min

Power : Up To 1.5 kw

Max Liquid Temp : 100oC

EVM SERIES

STAINLESS STEEL 2900 RPM 
VERTICAL IN-LINE PUMP

Max. Pressure : 25 Bar

Max. Capacity : 1400 l/min

Power : Up To 37 kw

Max Liquid Temp : 100oC

LPDA

CAST IRON 1450 RPM 
VERTICAL IN-LINE PUMP

Max. Pressure : 6 Bar

Max. Capacity : 10,000 l/min

Power : Up To 75 kw

Max Liquid Temp : 100oC

MULTIGO

STAINLESS STEEL 2900 RPM 
VERTICAL MULTI - STAGE PUMP

Max. Pressure : 8.2 Bar

Max. Capacity : 120 l/min

Power : Up To 1.5 kw

Max Liquid Temp : 40oC

EVMK

CAST IRON 2900  RPM 
VERTICAL MUTLI - STAGE PUMP

Max. Pressure : 26 Bar
Max. Capacity : 3500 l/min

Power : Up To 110 kw
Max Liquid Temp : 90oC

CVM

VERTICAL
MULTI - STAGE PUMP

Max. Pressure : 10 Bar

Max. Capacity : 120 l/min

Power : Up To 1.85 kw

Max Liquid Temp : 40oC

3L SERIES SS316
2, 4P MOTOR

STAINLESS STEEL 
CENTRIFUGAL PUMP

Max. Pressure : 9 Bar

Max. Capacity : 4000 l/min

Power : Up To 55 kw

YOUR  ONE - STOP QUALITY PUMP CENTRE 

FSSA

STAINLESS STEEL 316 
VOLUTE PUMP

FOR INDUSTRIAL & 
SEA WATER APPLICATIONS

Max. Pressure : 9.5 Bar

Max. Capacity : 2,500 l/min

Power : Up To 22 kw

Max Liquid Temp : 100 oC

GP SERIES GEAR PUMP

CAST IRON GEAR PUMP
WITH PRESSURE RELIEF VALVE

GPE - Heavy Oil Or Turbine Oil, G. Packing

GPF – Heavy Oil Or Turbine Oil, M. Seal

GPH – Heavy  Oil Or Turbine Oil, M. Seal

GPA – Light Oil Or Kerosene,  M. SEAL

FSDA

CLOSE COUPLED
1450 RPM

Max. Pressure : 6.8 Bar

Max. Capacity : 10,000 l/min

Power : Up To 57 kw

Max Liquid Temp : 100oC

FSA

BACK PULL OUT
CENTRIFUGAL PUMP

Max. Pressure : 15 Bar

Max. Capacity : 22,000 l/min

Power : Up To 335 kw

Max Liquid Temp : 100oC

SQPB OPTIONAL
MATERIAL

BRONZE

SELF PRIMING PUMP 
SUCTION &

DISCHARGE : Up to 6”
Max. Pressure : 2.8 Bar

Max. Capacity : 4,000 l/min

Power : Up To 15 kw

Max Liquid Temp : 40oC

SZ

MIXED FLOW PUMP 
SUCTION & 

DISCHARGE : Up to 20”
Max. Pressure : 1.4 Bar

Max. Capacity : 58,000 l/min

Power : Up To 110 kw

Max Liquid Temp : 80oC

CSA / CNA

HORIZONTAL SPLIT 
CASING PUMP

Max. Pressure : 16 Bar

Max. Capacity : 18,000 l/min

Power : Up To 550 kw

Max Liquid Temp : 80oC

CSA-V / CNA-V

VERTICAL SPLIT 
CASING PUMP

Max. Pressure : 16 Bar

Max. Capacity : 18,000 l/min

Power : Up To 550 kw

Max Liquid Temp : 80oC
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EBARA SUBMERSIBLE PUMPS

OPTIMA

STAINLESS STEEL
SUBMERSIBLE PUMP

SS304

Power : 250 w
Voltage: 230 v
Head : 7m
Capacity : 150 l/min
Sealling: Mech. Seal

BEST ONE

STAINLESS STEEL
SUBMERSIBLE PUMP

SS 304

Power : 250 w
Voltage: 230 v
Head : 8.5m
Capacity : 170 l/min
Sealling: Mech. Seal

BEST 2, 3, 4, 5

STAINLESS STEEL
SUBMERSIBLE PUMP

SS304

BEST 2:   550 w 230 v / 415 v
H:12 m    Cap.: 260 l/min

BEST 3:   750 w 230 v / 415 v
H:14 m    Cap.: 280 l/min

BEST 4: 1100 w 230 v / 415 v
H:17 m    Cap.: 330 l/min

BEST 5: 1500 w 415 v
H:18 m    Cap.: 360 l/min

RIGHT

STAINLESS STEEL
SUBMERSIBLE PUMP

SS304

RIGHT 75   550 w
Voltage: 230 v / 415 v
H. :   8m  Cap. : 240 l/min

RIGHT 100   750 w
Voltage: 230 v / 415 v
H. : 10m  Cap. : 300 l/min

DW

STAINLESS STEEL
SUBMERSIBLE PUMP

SS304

DW   75   550 w 230 v / 415 v
H. : 10m  Cap. : 500 l/min

DW 100   750 w 230 v / 415 v
H. : 12m  Cap. : 600 l/min

DW 150 1100 w 230 v / 415 v
H. : 14m  Cap. : 700 l/min

DW 200 1500 w 415 v
H. : 17m  Cap. : 800 l/min

IDROGO

STAINLESS STEEL
MULTI -STAGE
SUBMERSIBLE PUMP

Power : Up to 1500 w
Voltage: 230 v / 415 v
Head : Up to 82m
Capacity : 120 l/min
Sealling: Double Mech. Seal

SS304

YOUR  ONE - STOP QUALITY PUMP CENTRE 

BHS

4” SUBMERSIBLE
BORE HOLE PUMP

SS304

Power : Up to 5500 w
Voltage: 415 v
Head :  Up to 260m
Capacity : Up to 300 l/min

BHE

6 & 8” SUBMERSIBLE 
BORE HOLE PUMP

 

SS304
SS316
 

Power : Up to 110 Kw
Voltage: 415 v
Head :  Up to 460m
Capacity : Up to 2100 l/min

DWV

SUBMERSIBLE PUMP
WITH PPS CASING &
IMPELLER

Power : 150 w
Voltage: 230 v
Head :  5.5m
Capacity : 180 l/min
Sealing : Double Mech. Seal 

DS

CAST IRON
SUBMERSIBLE 
SUMP PUMP

Power : Up to 7500 w
Voltage: 415 v
Head :  Up to 39m
Capacity : Up to 1600 l/min
Speed : 2900 rpm

DVS

CAST IRON
SUBMERSIBLE 
SEWAGE PUMP

SEMI VORTEX IMPELLER
 

Power : Up to 3700 w
Voltage: 415 v
Head :  Up to 24m
Capacity : Up to 1000 l/min
Speed : 2900 rpm

DML / DMLV
 

CAST IRON
SUBMERSIBLE 
SEWAGE PUMP
 

SINGLE CHANNEL &
VORTEX IMPELLER
 

Power : Up to 22 Kw
Voltage: 415 v
Head :  Up to 40m
Capacity : Up to 5600 l/min
Speed : 1450 rpm

DL

CAST IRON 
SUBMERSIBLE
SEWAGE PUMP
 

SEMI OPEN CUTTER &
NON CLOG IMPELLER
 

Power : Up to 45 kW
Voltage: 415 v
Head :  Up to 50m
Capacity : Up to 14,000 l/min
Speed : 1450 rpm

DLK

CAST IRON 
SUBMERSIBLE
SEWAGE PUMP
 

NON CLOG IMPELLER
SPHERICAL CLEARANCE
100 mm - 165 mm
 

Voltage: 400 v
Speed : 4/6/8 pole
Head :  Up to 75m
Capacity : Up to 550 l/sec

DSZ

SUBMERSIBLE
PROPELLER PUMP
 

 

Column Dia. : 500 - 1600 mm
Capacity : 13 ~ 350 m³/min
Head : 1.5 ~ 20 m
Power : 7.5 ~ 450 Kw

DRY PIT WITH
COOLING 
SYSTEM

FOR
DL SERIES
DML SERIES
DLK SERIES

PRESS CONTROL

PC - 12 
PC - 15

AUTOMATIC
CONTROLLER
FOR
DOMESTIC
APPLICATIONS

CIMM & ZILMET
MADE IN ITALY
 

PNEUMATIC 
PRESSURE TANK
 

AFE  SERIES
WITHOUT JKKP APPROVAL
Max .Working Pressure : 10 Bar

Size :      8 L       18 L         24 L        60 L
                100 L   150 L      200 L      300L

ET TANKET TANK
MADE IN MALAYSIA
 

PNEUMATIC 
PRESSURE TANK
 

ET  SERIES
WITH JKKP APPROVAL
Max .Working Pressure : 100 Psi

Size :    300 L         500 L     1000 L
              1500 L       2000 L   
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KENTPUMP PUMPS

R

 

BACK PULL - OUT DESIGN
PIPE SIZE    :  2” ~ 10”
PRESSURE : UP TO 15 BAR
CAPACITY   : UP TO 3000 IGPM

CENTRIFUGAL END SUCTION PUMP
WITH OIL LUBRICATION BEARING
CAST STAINLESS STEEL 304 IMPELLER
IN OPTIONAL

APPLICATIONS:
Water supply
Pressure booster system
General industry and process
Irrigation & Agriculture
Fire fighting
Air conditioning systems
Circulation and water transfer

KBZ 21.5HCA 2 HP 50 mm
KBZ 22.2HCA 3 HP 50 mm
KBZ 23.7HCA 5 HP 50 mm
KBZ 31.5HCA 2 HP 80 mm
KBZ 32.2HCA 3 HP 80 mm
KBZ 33.7HCA 5 HP 80 mm
KBZ 35.5HCA 7.5 HP 80 mm
KBZ 43.7HCA 5 HP 100 mm
KBZ 45.5HCA 7.5 HP 100 mm
KBZ 47.5HCA 10 HP 100 mm
KBZ 411HCA 15 HP 100 mm
KBZ 415HCA 20 HP 100 mm
KBZ 67.5HCA 10 HP 150 mm
KBZ 611HCA 15 HP 150 mm
KBZ 615HCA 20 HP 150 mm

KSM 2.75 1 HP - 240V 50 mm
KSM 21.5HCA 2 HP - 240V 50 mm
KSM 21.5FHCA 2 HP - 240V 50 mm
KSM 31.5HCA 2 HP - 240V 80 mm

80 mmKSM 31.5FHCA 2 HP - 240V 

KSM SERIES
SUBMERSIBLE PUMPS

Shaft : Stainless steel AISI 420
Outer casing : Stainless steel AISI 304 
Suction plate : Stainless steel AISI 304 
Impeller : High chrome alloy 
Cable : H07RNF
Mechanical seal : Sic/Sic -  Sic/Sic
O-ring : NBR rubber
Bolts & Nuts : Stainless steel AISI 304
Motor temperature  : 40O

O

C
Motor execution :  IP68 - class F
Power supply : 1 phase 230 V-50Hz-2850RPM

.

KPHV  SERIES
MULTI-STAGE SELF-PRIMING PUMPS

Capacity : Up to 35 m³/h
Head : Up to 144 m
Speed : 1450 rpm (max. 1800 rpm)
Temperature : max. 120 °C
Casing pressure : PN 16
Shaft sealing : stuffing box or mechanical seal
Flange connections : DIN 2501 / PN 16

  

KBZ  SERIES  
SUBMERSIBLE PUMPS

Capacity : up to 147 m³/h 
Head : up to 51 meter
Power :1.5Kw(2HP) to 15 Kw (20HP)
Power Supply : three phase 380V, 50Hz
Insulation Class : F
Protection Class : IP68
Cable Length : 8m
Water Temperature : up to 40OC
Max. Water Depth : 50m
Semi-open Impeller Made Of  High Chrome Alloy

KBS  SERIES  
SUBMERSIBLE PUMPS

Submersible Slurry Pumps With -4Pole Motor 
Extra Powered Submersible Slurry Pumps With Agitator
Capacity :  Up to 3.25 m³ /min
Head : Up to 22 m
Discharge : 80mm (3") to 150mm (6") 
Power : 4Kw to 9Kw
Power Supply : Three Phase 380V   50 Hz
Insulation Class : F
Cable Length : 8m 
Water Temperature : up to 40  C
Max. Water Depth : 30m

80 KBS 44HCA
100 KBS 46HCA
150 KBS 49HCA  

5.5 HP
8 HP
12 HP  

80 mm
100 mm
150 mm

KGP SERIES  GEAR PUMPS
KGP - 25 1”
KGP - 32 1 ¼”
KGP - 40 1 ½”
KGP - 50 2”
KGP - 80 3”

   

FSR  SERIES
SELF PRIMING PUMPS
3’’  To  8’’
Up To 5200 l/min 

PAGE 4* SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOT

FS (M) SERIES
SUBMERSIBLE PUMPS WITH SEMI
VORTEX IMPELLER FOR DRAINAGE

Max Head : 17 m
Power : 0.4 - 0.75 Kw
Capacity : 22 m³ /h
Sealing : Double Mechanical Seal

ICE.

KPSS SERIES
STAINLESS STEEL 304 PUMPS
ARE FEATURED IN ANTI-CORROSION
AND APPLICABLE ON CORROSIVE LIQUID

SUBMERSIBLE PUMPS
WITH CORROSION RESISTANT
FOR WASTE WATER

Max Head : 12  m
Power : 0.4 - 0.75 Kw
Capacity : 22 m³ /h
Sealing : Double Mechanical Seal

KP SERIES
DIN 24255

PV (M) SERIES
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LEO PUMPS

 

THE LARGEST MANUFACTURER AND EXPORTER OF SMALL PUMPS IN CHINA
LEADING PUMP MANUFACTURER FOR GARDEN IRRIGATION, MUNICIPAL WATER SUPPLY AND DRAINAGE, HOUSEHOLD WATER SUPPLY
AND RESIDENTIAL COMMUNITY

SELF PRIMING PUMPS SELF PRIMING CENTRIFUGAL PUMPSPERIPHERAL PUMP

APM 37

XKF 110 S

XKSM 60 - 1 AJM 100
XHSM 1500
XHSM 2000

LSPA 600
LSPA 800
LSPA 900
LSPA 1100
LSPA 1500

XKP 300 
XKP 350
XKP 450
XKP 800
XKP 900
XKP 1100
XKP 1600
XKP 2200

XJWM / 3 BH 
XJWM / 3 BL

POOL & SPA PUMPS 

AC SERIES
XST  SERIES

MULTI STAGE CENTRIFUGAL PUMPS

ECH 20 – 2    LCH 20 - 4
ECH 30 – 2    LCH 30 - 4
ECH 40 – 2    LCH 40 - 4
ECH 50 – 2    LCH 50 - 4
ECH 60 – 2    LCH 60 - 4   

FOUNTAIN  PUMPS SUBMERSIBLE PUMPS HIGH PRESSURE PUMPS

XKS 251 P LKS 250 PWXKF 35 SA

XSP8-7/0.18I
XSP9-7.5/0.25I
XSP12-8.5/0.45I
XSP18-12/0.75 I
XSP20-9/1.1I 
XSP 42-17 / 2.2 I

3 WZ 3600 A
POWERED BY DIESEL ENGINE
PRESSURE : 3600 Psi
FLOW RATE : 13 L/Min

3 WZ 3000 A
POWERED BY PETROL ENGINE
PRESSURE : 3000 Psi
FLOW RATE : 13 L/Min

XSP 9 - 7.5 / 0.25 S
XSP18-12/0.75S
XSP16.2-22/1.5S

XSP14-7/1.1ID
XSP18-12/1.3ID

XQS 6 - 28 / 2 - 1.1I
XQS 6 - 39 / 3 - 1.5I

PS 04  APS 04  A
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PRESS CONTROL



PAGE 6

( CO.NO. 181694 – A )M P  MACHINERY ( MALAYSIA ) SDN BHD ( CO.NO. 181694 – A )– A )

փ��፞��ጅ��ଆ����ਠ����Љࡎ����˙��͌

JETMASTER HIGH PRESSURE CLEANER

 

LIGHT DUTY FOR DOMESTIC APPLICATIONS VACUUM CLEANER

HEAVY DUTY LOW SPEED FOR PROFESSIONAL AND INDUSTRY  APPLICATIONS

JM 6 : 100V
Flow Rate : 6 l/min
Max. Pressure : 100 Bar
Power : 1.4 Kw
Weight : 8 Kgs

JM 7 : 130V / JM 7 : 130VI
Flow Rate : 7 l/min
Max. Pressure : 130 Bar
Power : 1.8 Kw
Weight : 13 Kgs

JM VIP 8 : 130V
Flow Rate : 8 l/min
Max. Pressure : 130 Bar
Power : 2.2 Kw
Weight : 19 Kgs

JM 13 : 180 SG 
Flow Rate : 13 l/min
Max. Pressure : 180 Bar
Power : 5.5 Kw
Weight : 45 Kgs

JMV 112 - 25
Capacity : 25 L
Power : 1200 W
Noise level : 80 dB
Weight : 6.5 Kgs

JMV 112 - 40
Capacity : 40 L
Power : 1200 W
Noise level : 80 dB
Weight : 9 Kgs

JMV 124 - 60
Capacity : 60 L
Power : 2 x 1200 W
Noise level : 80 dB
Weight : 22  Kgs

JM 7 : 150V
Flow Rate : 7 l/min
Max. Pressure : 150 Bar
Power : 2 Kw
Weight : 20 Kgs

Your Professional Cleaning SoluƟon

MODEL FLOW RATE MAX. PRESSURE POWER

JM 11 . 110 P 11 l/min 110 Bar 3 Hp

JM 10 . 130 P 10 l/min 130 Bar 3 Hp

JM 13 . 180 P 13 l/min 180 Bar 5.5 Hp

JM 15 . 150 P 15 l/min 150 Bar 5.5Hp

JM 15 . 200 P 15 l/min 200 Bar 7.5Hp

MODEL FLOW RATE MAX. PRESSURE POWER

JM 15 . 350 P 15 l/min 350 Bar 15 Hp

JM 21 . 350 P 21 l/min 350 Bar 20 Hp

* SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.

ANNOVI REVERBERI HEAVY DUTY LOW SPEED HIGH PRESSURE PUMPS
 

 

ANNOVI REVERBERI PUMPS

 

Triplex pump with ceramic  plungers, connecting rod  system (Made in Italy)

Snow Wash

SPARE PARTS

Model  : XM11- 11
Power : 2.2 Kw
Pressure    : 110 Bar 
Capacity  : 11 l/min
Speed  : 1450 rpm

RK15- 15
4Kw
15 Bar 
15 l/min
1450 rpm

RK 15 – 20       
5.5 Kw 
200 Bar   
15 l/min
1450 rpm

RK 15 – 25 
7.5 Kw 
250 Bar 
15 l/min
1450 rpm

SXW 15 – 35
11 Kw 
350 Bar   
15 l/min
1450 rpm

SXW 21 – 35    
15 Kw 
350 Bar   
21 l/min
1450 rpm

TL – 50
Tank Size :  50 L 
Material : Stainless Steel 

MP - 70
Tank Size : 70 L
Material : Stainless Steel 

WASHER NOZZLE TDV ROLLER 
NOZZLE

HIGH PRESSURE HOSEROTOPOWER

FLOOR BLOWER
JMB 106 - 90
Power : 650 W
Air Flow : 70 / 80 / 90 M³/Min
Max Sound Level : 60 DB(A)
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EMAUX PUMPS

LEADING OF SWIMMING POOLS EQUIPMENT

SQ SERIES SC SERIES

SS SERIES SB SERIES

EMAUX is a leading water technology company
that designs, manufactures and distributes its products worldwide.
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EJ  SERIES - Self-Priming, Semi Open-Impeller Centrifugal Pumps
Design : Solids handling and abrasive resistance. Suitable for sewage and waste treatment, fire fighting, bilge, ballasting and effluent transfer.
Material : Cast Iron, Ductile Iron, Bronze, Carbon Steel, Stainless Steel, Hastelloy 

 

EUROFLO PUMPS

Flow Rate (Q): 600 M³ / Hr 
Total head (H): 70m 

PUMP MODEL
mm in mm RPMCapacity

m3/hr
Head

m
Motor

kW

Port Size Solid Size 50 hz

EJS40-110

EJS50-120

EJS80-140

EJS80-215

EJS100-250

EJS150-250

EJS150-400

EJS200-300

40

50

80

80

100

150

150

200

20

25

28

40

50

76

50

60

22

44

70

80

150

300

380

480

15

30

40

45

80

200

200

320

5

10

20

20

40

80

80

120

5.5

5

13

7

7

5

18

8

11

12

18

13

15

11

36

15

15

18

20

15

18

15

38

20

1.1

2.2

4

4

7.5

11

45

22

2900

2900

2900

1450

1450

1450

1450

1450

1 1/2”

2”

3”

3”

4”

6”

6”

8”
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SELF PRIMING PUMPS SINGLE IMPELLER 
CENTRIFUGAL PUMPS

KPS 30/16 M

PERIPHERAL 
CENTRIFUGAL PUMP

SUBMERSIBLE PUMPS
VERTY NOVA 200 MNOVA 200 M

NOVA 300 A
NOVA 600 M
NOVA 600 A

K SERIES

TWIN IMPELLER 
CENTRIFUGAL PUMPS

K SERIES

DIAPHRAGM PUMPS
DAB PUMPS FROM ITALY

DIAPHRAGM PUMPS
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PANTHER 56
370 w  230 v
56 l/min 

PIUSI EX50
Liquid : Diesel, gasoline, kerosene
Sector of Application : 
Explosion proof
Flow rate : Up to 50 l/min (13gpm)

ST WITH METER
Model : ST Panther 56/K44

BYPASS 3000
12V, 2HV

PIUSI DRUM EX50
Liquid : Diesel, gasoline, kerosene
Sector of Application : Explosion proof
Flow rate : Up to 50 l/min (13gpm)

PANTHER 72
550 w  230 v
72 l/min 

VISCOMAT 2/200M 
550 w 230 v
9 l/min, 12 bar

VISCOMAT 2/350M 
750 w 230 v
9 l/min, 25 bar

PIUSI  AC AND FUEL OIL TRANSFER PUMPS

FLOW METER
33    K 44

ROTARY VANE PUMPS

ROTARY GEAR PUMPS

MANUAL GUNBI - 24 - 24 V

BATTERY KIT 2000 CARRY 3000
12 v, 24 v

ETP – 1      60’’
3 Bar  60 l/min
370 w      220 v

ETP – 1      80’’
3 Bar  80 l/min
550 w      220 v

DYB – 1     60’’
3 Bar  60 l/min
370 w      220 v 

FM – 120L
4 Digit  120 l/min

J – 60A
1’’ Manual Gun

DYB – 1     80’’
3 Bar  80 l/min
550 w      220 v 

LPG – 4 M
1’’ x 4m
With Thread End 

MAIDE FUEL TRANSFER PUMPS, FLOW METER, MANUAL  GUN, FUEL  HOSE

* SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.

POTENZA MAGNET PUMP
MD SERIES

FUEL TRANSFER PUMP
HI TECH - 80
0.75 kW 220v
80 l/min  1”



SAND FILTER
SIZE : 36  ~  ‘‘16’’
DESIGN FLOW : UP TO 76 M3/H
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VT 8L  -  8 Lt
VT 19L  -  19 Lt
VT 24L  -  24 Lt

SVT 19L  -  19 Lt
SVT 24L  -  24 Lt
SVT 36L  -  36 Lt

EPDM MEMBRANE
100 Lt  TO  300  Lt

WVT 100L  -  100 Lt
WVT 150L  -  150 Lt
WVT 200L  -  200 Lt
WVT 300L  -  300 Lt

EUROTEC PRESSURE TANKS, SAND FILTER
SAND FILTER WITH 
STAINLESS STEEL 
AND FIBRE GLASS BODY

PROLINE
PL – 844  
PL – 1054

WATER 
SAND   FILTER

Max. Pressure : 150 psi
Max. Temperature : 45 oC
Sand Media : ZELBRITE

EUROTEC PRESS CONTROL
PC - 15 

OTHER BRAND PUMPS

ORIENTAL KOSHIN PUMPS
ROOTS TYPE 

ROTARY BLOWER
TG SERIES 
AGITATOR

SHINKO / TOHO 

EV 370   400w V 200   ¾’’ x ¾’’   180w
V 400   1” x 1”       370w

EV 250   200w

EVERGUSH PUMPS FROM TAIWAN

EV Series Electronic Constant Pressure Pump

* SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.



( CO.NO. 181694 – A )M P  MACHINERY ( MALAYSIA ) SDN BHD ( CO.NO. 181694 – A )– A )

փ��፞��ጅ��ଆ����ਠ����Љࡎ����˙��͌

   PAGE 11

PUMPS

ETQ
DIESEL
ENGINE
SPRAYER
PUMPS

ETQ 170F x FS 30
ETQ 178F x FS 30
ETQ 186F x FS 80 DP 2 CHE  2’’x 2’’  7 Hp  Battery Start

ETQ
DIESEL 
ENGINE
PUMPS

FOR FIRE FIGHTING

ETQ

Manual Start
Manual Start
Battery Start

DP 2 CL   2’’x 2’’
DP 3 CL   3’’x 3’’
DP 4 CL   4’’x 4’’     

DIESEL 
ENGINE
PUMPS

KATO 

CLOSE COUPLED 
WITH PETROL
OR DIESEL ENGINE
FOR SLURRY WATER

KATO
TRASH PUMP KIT

TP – 40      4’’x 4’’       10 Hp

HIGH PRESSURE 
PUMP KIT
CLOSE COUPLED 
WITH PETROL  OR
DIESEL ENGINE
FOR FIRE FIGHTING

KP 203  Pressure  : Up To 5.5 Bar 

CLOSE COUPLED
WITH PETROL ENGINE
FOR SLURRY WATER 

80 SP   3’’ x 3’’
TRASH PUMP KIT

AUTOMATIC TYPE
POWER SPRAYER

FT – 45 AC 

MANUAL TYPE
POWER SPRAYER

FT – 30A, FT - 80, FT - 120A 

WULI TAIWAN
POWER SPRAYER

WL – 45 AS

POWER SPRAYER
POWERED BY PETROL ENGINE

SELF PRIMING
PUMP KIT 

SNB – 50  2’’x 2’’  3.5 ~ 5 Hp
SNB – 80  3’’x 3’’  5 ~ 6.5 Hp 

CLOSE 
COUPLED 
WITH
PETROL OR
DIESEL 
ENGINE

HIGH PRESSURE 
PUMP KIT

HP – 200      SINGLE IMPELLER
HP – 200D   TWIN IMPELLER

CLOSE
COUPLED
WITH PETROL
OR DIESEL
ENGINE 

GC & KC SERIES
GEAR PUMPS

KC – 13 ~ ½”
KC – 50 ~ 2’’

Material :
CAST IRON  
½’’   To   4’’  

NS  SERIES
SELF PRIMING PUMPS 

NS – 50       2’’x 2’’    Max. Speed : 2200 rpm 
NS – 80       3’’x 3’’    Max. Speed : 2200 rpm 
NS – 100     4’’x 4’’    Max. Speed : 2200 rpm

CAST IRON
PUMP CASING

SELF PRIMING PUMPS

2 DV   2’’ x 2’’

BPZ  SERIES
SELF PRIMING 
PUMPS
FOR SMALL 
SPRINKLER 
SYSTEM

50 BPZ – 45  Max. Speed : 2600 rpm
65 BPZ – 55  Max. Speed : 2900 rpm
80 BPZ – 40  Max. Speed : 2900 rpm

CAST IRON
PUMP CASING

EKOMAG
PISTON PUMPS

EG – 5000      1 ½’’x 1 ½’’     2 Hp
EG – 6000      2’’x 2’’              3 Hp  

POWERED BY
INDUCTION
MOTOR 

Made 
in Thailand

GL SERIES
GEAR PUMPS

GL 40-10    40mm    Max.10 Bar  25.1 Usgpm
GL 50-5      50mm    Max. 5 Bar   39.6 Usgpm

HIGH 
PRESSURE
BUILT IN WITH
BYPASS VALVE

SELF PRIMING PUMPS

SU - 50H     - 2” X 2”
3600 r.p.m : 3 kW
4000 r.p.m. : 4 kW 

SU - 80     - 3” X 3”
3600 r.p.m : 5.5 kW
4000 r.p.m. : 7.5 kW 

ALUMINIUM
CASING 

KCB SERIES
GEAR PUMPS

KCB – 960 4’’ 30 Hp (4p) 960    l/min / 3 Bar
KCB – 1200 6’’ 50 Hp (8P) 1200  l/min / 6 Bar
KCB – 3800 10’’ 150 Hp (6p)  3800 l/min / 6 Bar

ROBIN PETROL  ENGINE PUMPS

 

EY – 20    2’’x 2’’    5 Hp     Recoil Start

4 Stroke SV

HAND PUMPS

 

RP – 25   1”

 

GBS – 86   1 ¼’’

ONGA HIGH PRESSURE 
FIRE FIGHTING PUMPS POWERED
BY PETROL & DIESEL ENGINE

ONGA HIGH PRESSURE 
FIRE FIGHTING PUMPS

BLAZEMASTER SINGLE
BLAZEMASTER TWIN - ¾''
BLAZEMASTER TWIN - 1” 

ONGA

4.8 Hp
7 Hp
10 Hp

4.8 Hp
7.0 Hp
10.0 Hp

KC – 25 ~ 1’’
KC – 100 ~ 4’’

KC – 20 ~ ¾’’
KC – 80 ~ 3’’

* SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.
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M POWER DIESEL GENERATORS

YANMARPOWERED BY 

PAGE 12* SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.

Voltage: 240V / 415V
Frequen cy: 50Hz  
Power Factor: 0.8
Phase: 3 Phase

GENERATOR
� ���	�

GENERATOR SETS POWERED BY YANMAR ENGINE

TECHNICAL DATA

MAIN SPECIFICATION OF GENERATOR SETS(50HZ)

MPY8.5

7/8.7

7.7/9.6

3TNV76

    Vertical type, 4_stroke,water cooled,1500RPM

MPY10

8.5/10.6

9.35/11.7

MPY12

10/12.5

11/13.75

MPY15

12/15.0

13.2/16.5

MPY20

16/20

17.6/22

MPY30

25/31.3

27.5/35

MPY40

32/40

35.2/44

MPY50

40/50

44/55

MPY56

45/56

49.5/62

DIESEL ENGINE MODEL

    Engine characters

Standby output (KW)

     Aspiration

     Bore xStroke (mm)

        No.of cylinder

      Displacement (lit)

       Cooling system

         Combustion

       Starting system

ALTERNATOR MODEL

  Continuous output(kw/kva)

    Power efficiency

   Voltage Regulation

  Waveform Distortion

        THF/TIF

3TNV82A 3TNV88 3TNV84T 4TNV84T 4TNV98 4TNV98T 4TNV106 4TNV106T

9 11 13.5 15.8 21.3

Turbo

84x90

4

1.995

34.6

   Natural

98x110

4

3.318

   Natural Turbo

84x90

3

1.496

88x90

3

1.642

82x84

3

1.33

76x82

3

1.116

41.9

Turbo

98x110

4

3.318

49.4

   Natural

106x125

4

4.412

56

Turbo

106x125

4

4.412

    Radiator

IDI Direct injection

    Electric

SLG164B

8.8/11

79.4%

SLG164B

8.8/11

79.4%

SLG164C

10.8/13.5

80.7%

SLG164D

12.8/16

81.7%

SLG184E

18/22.5

84.2%

SLG184G

25/31.3

86.2%

SLG184J

32/40

87.5%

SLG224D

40/50

88.2%

SLG224E

48/60

88.8%

      1.0%

  No load <1.5% and non-distorting balanced linear load <5%

           <2%/50

  GENSET  MODEL

 Continuous output(kw/kva)

 Standby output (kw/kva)

Fuel Consumption(g/kwh) 258 245 245 245 245 231 222 237.6 220.4

MPY SERIES GENERATOR SETS
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M POWER DIESEL GENERATORS

CUMMINSPOWERED BY 

PAGE 13 * SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.

GENERATOR
� ���	�

MPC
GENERATING SETS

Series

Voltage: 415V
Frequency: 50Hz
Power Factor:  0.8
Phase: 3 Phase

MPC-25

MPC-25A

20/25

22/27.5

MPC-38

MPC-38A

30/37.5

33/42

MPC-50

MPC-50A

45/56

50/63

MPC-85

MPC-85A

68/85

75/94

MPC-100

MPC-100A

80/100

88/110

MPC-110

MPC-110A

91/114

100/125

MPC-130

MPC-130A

104/130

114/143

MPC-175

MPC-175A

140/175

154/193

MPC-200

MPC-200A

160/200

176/220

MPC-250

MPC-250A

200/250

220/275

MPC-310

MPC-310A

250/313

275/344

GENSET
MODEL

 
Prime output(kw/kva)

 Standby output (kw/kva)

Open type model

Soundproof model

MAIN SPECIFICATION OF GENERATING SETS(50HZ)

MPC-325

MPC-325A

260/325

286/358

MPC-350

MPC-350A

280/350

308/385

TECHNICAL DATA

NTA8 55-G 2A6B TAA5.9-G2 QSM1 1-G24B3.9-G2 4B T3 .9- G2 4B TA3.9-G2 6B T5 .9- G2 6BT5.9-G2 6B TA5 .9- G2 6C TA 8.3 -G2 6C TAA8.3-G2 6LTAA8.9-G2 MTAA 11-G3

24

27

380

6.7 

5.2 

4.0 

SLG184F

22/27.5

85.8%

876

1280

36

40

 

4

3.9

16.5:1

463

9.3 

7.3 

5.3 

11

18

30/37.5

90%

893

1300

160

2.3x1.1x1.21

50

55

460

13.1 

9.8 

6.7 

48/60

88.60%

930

1480

 

102x120

520

20 

15 

10 

68/85

90.20%

1450

1900

526

22 

17 

11 

80/100

90.40%

1460

2.35x0.9x1.45

110

120

540

27 

20 

14 

91/114

90.80%

1500

2.25x0.94x1.45

120

132

16.5:1

481

30 

23 

16 

112/140

91.70%

1550

2350

2.8x1.1x1.47

2.35x0.95x1.45

163

180

16.5:1

536

40 

30 

20 

140/175

92.50%

1950

300

2. 8x1. 1x1. 8

2.4x0.95x1.62

183

203

6

16.0:1

500

45.4 

34.0 

23.3 

160/200

93.30%

2050

360

3x1 .2x 1.8

2.55x1.05x1.64

220

240

114X145

8.9

16.6:1

430

53 

39 

27 

27.6

28

200/250

92%

2200

3350

450

2.6x1.05x1.68

3.3x1.3x2

282

310

125X147

10.8

15:1

435

61

48

31

39

54

2650

3900

310

343

140X152

14

14.0:1

553

72 

55 

39 

38.6

66

280/350

92.60%

3250

4100

1.7x0.85x1.25 1.8x0.85x1.32 1.9x0.85x1.4

292

321

125x147

10.8

16.3:1

525

69

52

34

36.7

54

5.9

114x135

8.3

2300

250

3000

Natural Turbocharged Turbocharged Turbo & 
Intercooler

Turbo charged and
air to air aftercooled 

Mechanical Speed governing ratio 5% , Electronic Speed governing ratio 1%

Water-cooled,in line,4-stroke,direct injection,wet cylinder liner,1500rpm

4 Pole, Rotating Field,Brushless, Self excited,H class insulation,IP21,AVR 440 ,12 WINDING LEADS.

1.0% with 4% engine governing

No load 1.5% and non-distorting balanced linear load 5% 

2%/ 50

92

100

3x1.15x1.75 3.3 5x1.2 x1.9

3150

3.9x1.6x2.27

4000

800

Turbo charged
and air to air
aftercooled

Turbo & 
Intercooler

Turbo & 
Intercooler Turbo & Intercooler

17.5:1

16.4

22

24

24.5

1 with 100h of operation  , 0.4 after 100h of operation

 Open Type Dimensions 
(LXWXH) m

Soundproof Type Dimensions
(LXWXH) m

R ated F uel C onsumption@ 100% L oad ( L/h)

R ated F uel C onsumption@ 75% L oad ( L/h)

R ated F uel C onsumption@ 50% L oad ( L/h)

Fre quency Re gulation,S tead S tate

DIESEL ENGINE MODEL

ENGINE CHARACTERS

Prime Output (KW)

Standby Output (KW)

Aspiration

NO. of Cylinder

Bore x Stroke (mm)

Displacement (L)

Compression Ratio

Exhaust Gas Temperature ( )

Lub Oil Capacity (L)

Lube  Consumption (g/kw.h)

Genset Water Coolant Capacity

Alternator Model

Prime Output (KW/KVA)

Power Efficiency

CHARACTERS

Voltage Regulation

Waveform Distortion

THF/TIF

Weight (KG) (2)

Weight (KG)

Fuel Tank Capacity (L)

260/325

93%

SLG 224GSLG184H SLG 224E SLG 274C SLG 274D SLG 274E SLG 274G SLG 274H SLG 274K SLG 314E SLG 314E SLG 314EL

MPC-750

MPC-750A

600/750

660/825

GENSET
MODEL

 
Prime output(kw/kva)

 Standby output (kw/kva)

Open type model

Soundproof model

MAIN SPECIFICATION OF GENERATING SETS(50HZ)

MPC-800

MPC-800A

640/800

720/900

MPC-900

MPC-900A

720 /900

800/1000

MPC-1000

MPC-1000A

800/1000

880/1100

MPC-1 125

MPC-1 125A

N/A

1000/1 250

MPC-375

MPC-375A

300/375

330/412

MPC-450

MPC-450A

360/450

400/500

MPC-500

MPC-500A

400/500

440/550

MPC-625

MPC-625A

N/A

550/687

MPC-650

MPC-650A

520/650

572/715

MPC-1 250

MPC-1 250A

1000/1 250

1100/1375

MPC-1 520

MPC-1 520A

1200/1 500

1320/1 650
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M POWER PETROL GENERATORS M POWER DIESEL GENERATORS

M POWER DIESEL  ENGINE WELDER M POWER DIESEL  TOWER LIGHT

YAMAHA ENGINE WITH DAMPER WINDINGPOWERED BY 

AIR-COOLED DIESEL ENGINE
WITH 4.6 KVA AC OUTPUT

POWERED BY 
AIR-COOLED DIESEL ENGINE
POWERED BY 

AIR-COOLED DIESEL ENGINE 2   ~  5  KVAPOWERED BY 

PAGE 14* SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.

Damper winding adopted for greatly reduced wave form distortion ratio 
2   ~  5.5  KVA

MET - 950
2 STROKE ENGINE

MPDW – 7000 LH
MPDW – 7000 LE

MODEL : MPTL 4 – 400
4.6 Kva CANOPY DIESEL GENERATOR
WITH 4 x 400 w  HEAVY DUTY SPOT LIGHT
HEAVY DUTY TOWER FRAME 
WITH LIFTING  BRACKET

MEF - 2800 FW
MEF - 4800 FW
MEF - 6800 FW
MEF - 4800 FW ( E )
MEF - 6800 FW ( E )
4 STROKE ENGINE MPDG - 3000 LH

MPDG - 3000 LE
MPDG - 4500 LH
MPDG - 4500 LE           

MPDG - 7500 LH      5000 W
MPDG - 7500 LE      5000 W
MPDG - 7500 LN      5000 W

THE MOST ECONOMICAL PORTABLE GENERATORS
POWER SOLUTION FOR YOU

2000 W
2000 W
3000 W
3000 W

� ���	�



( CO.NO. 181694 – A )M P  MACHINERY ( MALAYSIA ) SDN BHD ( CO.NO. 181694 – A )– A )

փ��፞��ጅ��ଆ����ਠ����Љࡎ����˙��͌

YAMAHA  PETROL  AND  DIESEL  GENERATORS

ETQ  PETROL  AND  DIESEL  GENERATORS 

FULLY  IMPORTED  FROM  JAPAN
ET – 1 Recoil Start

Rated Voltage : 230 (V)
Rated Output : 650 (W)  
Frequency : 50(Hz)
Voltage Regulator : Capacitor
Engine : MT65 2-stroke petrol engine

EF – 2600 FW   Recoil Start  Rated 

      

Rated Voltage : 230 (V)
Rated Output : 2000 (W)  
Frequency : 50(Hz)
Voltage Regulator : Capacitor (damper winding)
Engine : MZ-175  4-stroke petrol engine

EF – 6600        Recoil Start 

Rated Voltage : 230 (V) 
Rated Output : 5000 (W) 
Frequency : 50(Hz)
Voltage Regulator : AVR
Engine : MZ 360  4-stroke petrol engine

EF – 6600 E        
Battery Start

Rated Voltage : 230 (V) 
Rated Output : 5000 (W) 
Frequency : 50(Hz)
Voltage Regulator : AVR
Engine : MZ 360  4-stroke petrol engine

EF – 3000iSE   
Recoil Start 

Rated Voltage : 230 (V)
Rated Output : 2800 (W)  
Frequency : 50(Hz)
Voltage Regulator : Inverter
Noise Level : 57 dBA at 7 m

EF– 2800i               
Recoil Start 

Rated Voltage : 230 (V) 
Rated Output : 2500 (W) 
Frequency : 50(Hz)
Voltage Regulator : AVR
Noise Level : 65 dBA at 7m

EDA - 5000 E        
Battery Start 

Rated Voltage : 230 (V) 
Rated Output : 4300 (W) 
Frequency : 50(Hz
Voltage Regulator : Capacitor
Engine : Air cooled diesel engine

EDL - 26000 E Battery Start 

Rated Voltage : 380 (V) 
Rated Output : 21000 (W) 
Frequency : 50(Hz)
Voltage Regulator : AVR
Engine : Water cooled diesel engine

EDL - 11000 E     Battery Start 

Rated Voltage : 220 (V) 
Rated Output : 8000 (W) 
Frequency : 50(Hz)
Voltage Regulator : AVR
Engine : Water cooled diesel engine

EDL - 16000 E   Battery Start 

Rated Voltage : 220 (V) 
Rated Output : 12000 (W) 
Frequency : 50(Hz)
Voltage Regulator : AVR
Engine : Water cooled diesel engine

EDL - 21000 E    Battery Start 

Rated Voltage : 220 (V) 
Rated Output : 16000 (W) 
Frequency : 50(Hz)
Voltage Regulator : AVR
Engine : Water cooled diesel engine

EDL - 13000 E    Battery Start 

Rated Voltage : 380 (V) 
Rated Output : 10000 (W) 
Frequency : 50(Hz)
Voltage Regulator : AVR
Engine : Water cooled diesel engine

EDL - 20000 E      Battery Start 

Rated Voltage : 380 (V) 
Rated Output : 15500 (W) 
Frequency : 50(Hz)
Voltage Regulator : AVR
Engine : Water cooled diesel engine

TG – 7000 E  Battery Start

Rated Voltage : 230 (V)
Rated Output : 5000 (W)
Frequency : 50 (Hz)
Voltage Regulator : Capacitor
Engine : 4 stroke petrol engine

DG – 7250 LN

Rated Voltage : 230 (V)
Rated Output : 4600 (W)
Frequency : 50 (Hz)
Voltage Regulator : Capacitor
Engine : Air cooled diesel engine

DG – 3500 LE / LH 

Rated Voltage : 230 (V)
Rated Output : 2000 (W)
Frequency : 50 (Hz)
Voltage Regulator : Capacitor
Engine : Air cooled diesel engine

DG – 5500 LE / LH 

Rated Voltage : 230 (V)
Rated Output : 3000 (W)
Frequency : 50 (Hz)
Voltage Regulator : Capacitor
Engine : Air cooled diesel engine

DG – 7250 LE / LH 

Rated Voltage : 230 (V)
Rated Output : 4600 (W)
Frequency : 50 (Hz)
Voltage Regulator : Capacitor
Engine : Air cooled diesel engine

         EFL – 2600 V 
Recoil Start  
Rated Voltage : 230 (V) 
Rated Output : 2000 (W) 
Frequency : 50(Hz)
Voltage Regulator : Capacitor
Engine : MZ 175  4-stroke petrol engine

         EFL – 6600 V 
Recoil Start  
Rated Voltage : 230 (V) 
Rated Output : 5000 (W) 
Frequency : 50(Hz)
Voltage Regulator : Capacitor
Engine : MZ 360  4-stroke petrol engine

         EFL – 6600 VE 
Battery Start  
Rated Voltage : 230 (V) 
Rated Output : 5000 (W) 
Frequency : 50(Hz)
Voltage Regulator : Capacitor
Engine : MZ 360  4-stroke petrol engine

EFL – 5000 V          
Recoil Start  
Rated Voltage : 230 (V) 
Rated Output : 4000 (W) 
Frequency : 50(Hz)
Voltage Regulator : Capacitor
Engine : MZ 250  4-stroke petrol engine

LOCAL  ASSEMBLED  WITH  SAWAFUJI  OR  MACC ALTE ALTERNATOR

PAGE 15 * SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.
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“Village” Genset

DIESEL ENGINE

Hand start/electric start, easy maintenance
air-cooled diesel generating set

MODEL ENGINE MODEL PRIME POWER STANDBY POWER

LHV 6 - 1 TR 1 4.4 Kw 4.8 Kw

LHV 13 - 1 TR 2 9.1 Kw 10 Kw

LHV 13 - 3 TR 2 11.9 Kva 13.1 Kva

LHV 13 - 1 ( E ) TR 2 9.1 Kw 10 Kw

LHV 13 - 3 ( E ) TR 2 11.9 Kva 13.1 Kva

LHV 20 - 1 ( E ) TR 3 13.9 Kw 15.3 Kw

LHV 20 -3 ( E ) TR 3 16.2 Kva 20.3 Kva

Standard Features
���/LVWHU�Petter T-Series, air-cooled, direct  injection, naturally aspirated diesel engine
���+DQGOH�VWDrting (not anti-kick-back) / electric start
���6LQgle-bearing, -4pole brushless alternator
���0Hchanical regulation
���Flywheel-mounted cooling fan
���2XWSXW�WHUPLQDO�Eox, mounted on alternator
���Folded steel baseplate painted black
���13.5 litre engine-mounted fuel tank

CHINA DIESEL GENERATORS

R – 175AN  x  ST – 3        3 kw
Manual Start

R – 175AND  x ST – 3      3 kw
Battery Start

CHINA DIESEL 
GENERATORS

S – 195  x  ST – 5        5 kw
Manual & Battery Start

S – 195  x  ST – 7.5     7.5 kw
Manual & Battery Start

ZH – 1105 WAND  x ST – 10  10kw
Battery Start

TARO &  FUMAR

STS – 60 x ST – 3        3 kw
Manual Start

TS – 105 x ST – 5      5 kw
Manual & Battery Start

TS – 130 x ST – 7.5   7.5kw
Manual & Battery Start

TS – 180 x ST – 10     10 kw
Manual & Battery Start

VIKYNO

RV – 70N x ST – 3        3 kw
Manual Start

RV – 125 x ST – 5         5 kw
Manual & Battery Start

EV – 2400 x ST – 10     10 kw
Manual & Battery Start

EV – 2400 x ST – 12     12 kw
Manual & Battery Start 

EV – 2400 x ST – 15     15 kw
Manual & Battery Start

KUBOTA WATER COOLED
DIESEL GENERATORS

RK – 60N x ST – 3        3 kw
Manual Start

RT – 125 x ST – 5         5 kw
Manual & Battery Start

RT – 125 x ST – 7.5      7.5 kw
Manual & Battery Start

ER – 2500 x ST – 10     10 kw
Manual & Battery Start

ER – 2500 x ST – 12     12 kw
Manual & Battery Start 

ER – 2500 x ST – 15     15 kw
Manual & Battery Start

ECOGEN

EF – 2600
Rated Output : 2000 w

YANMAR

PGG – 2000    
2000w  

PGG – 3000    
3000w 

PGG – 5000
5000w

ETQ AIR COOLED
DIESEL ENGINE
4.8 HP   ~   10 HP, 3600 rpm

LAUNTOP AIR COOLED
DIESEL ENGINE
4.8 HP ~ 10 HP, 1800 RPM

LAUNTOP PETROL ENGINE
TWIN CYLINDER
20 HP, 3600 RPM

WATER COOLED
DIESEL ENGINE
R – 175 AN   6 HP   

WATER COOLED
 DIESEL ENGINE
R – 175 AND   6 HP   

WATER COOLED
DIESEL ENGINE
S – 195L     13 HP  

WATER COOLED
DIESEL ENGINE
ZH – 1105 WAND     18 HP

3600 rp
m

1800 rp
m
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MIKASA CONSTRUCTION EQUIPMENT

MODEL : MTX-70
Engine : EH 12
Power : 2.6 kw
Impact Force : 14.9 Kn
Impact Per Min : 644-695

CONCRETE VIBRATOR

EXTERNAL VIBRATING MOTOR PORTABLE CONCRETE VIBRATOR SUBMERSIBLE PUMP REVERSIBLE COMPACTOR

MODEL : MT - 76D
Engine : L 48 N
Power : 3.5 kw
Impact Force : 15.7 Kn
Impact Per Min : 656-698

MODEL : MPT - 36 B
Engine : EX - 17 D
Power : 4.2 kw
Trowel Dia. : 910 mm
Trowel Speed : 50-100 rpm

MODEL : MRH - 700 DSA
Engine : TF - 70 V
Power : 5.5 kw
Centrifugal Force : 23.5 kN
Travelling Speed : 0-3 km/h
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CONSTRUCTION  EQUIPMENT

BAR CUTTER  &  BAR BENDER

3T  MINI MIXER
Capacity : 3 cu ft
Engine Power :  6.5 Hp – RATO
                             5.0 Hp – ROBIN
                             1.0 Hp – MOTOR 

7T  CONCRETE MIXER
Capacity : 7 cu ft
Engine Power : 5 Hp 

7TH  HYDRAULIC CONCRETE MIXER
Capacity : 7 cu ft
Power : 6 Hp    -   LISTER-PETTER

TOKU FUJI

TOKU FUJI

TKBC – 32  Bar Cutter
VIKYNO :  RV – 70N  7 Hp
KUBOTA : RK – 60N  6 Hp
FUMAR : TS – 80   8 Hp
Max. Cutter : 32 mm

TKBC – 42  Bar Cutter
VIKYNO :  RV – 125N  12.5 Hp
KUBOTA : RT – 125N  12.5 Hp
Max. Cutter : 42 mm

FJBC – 32  Bar Cutter
VIKYNO :  RV – 70N  7 Hp
KUBOTA : RK – 60N  6 Hp
FUMAR : TS – 80   8 Hp
Max. Cutter : 32 mm

FJBC – 42  Bar Cutter
VIKYNO :  RV – 125N  12.5 Hp
KUBOTA : RT – 125N  12.5 Hp
Max. Cutter : 42 mm

FJBB – 42  Bar Bender
VIKYNO :  RV – 125N  12.5 Hp
KUBOTA : RT – 125N  12.5 Hp
Max. Bender : 42 mm

TKBB – 32  Bar Bender
VIKYNO :  RV – 70N  7 Hp
KUBOTA : RK – 60N  6 Hp
FUMAR : TS – 80   8 Hp
Max. Bender : 32 mm

TKBB – 42  Bar Bender
VIKYNO :  RV – 125N  12.5 Hp
KUBOTA : RT – 125N  12.5 Hp
Max. Bender : 42 mm

TIGER

TAMPING RAMMER
Model : TGR – 80
Engine : EH 12 – 2D
Power : 3.5 Hp

FJBB – 32  Bar Bender
VIKYNO :  RV – 70N  7 Hp
KUBOTA : RK – 60N  6 Hp
FUMAR : TS – 80   8 Hp
Max. Bender : 32 mm

GENERAL 5.5 Hp YAMAHA 5.5 HpINDUCTION MOTOR

INDIA ENGINE LISTER-PETTER

PLATE COMPACTOR

Model : TKL – 80  
Engine :  EY – 20
Power :  5 Hp 

TKL – 90 
EY – 20 
5 Hp

TKP - 90
EY – 20 
5 Hp

PLATE COMPACTOR

Model :  FJ – 80 
Engine :  EY – 20 
Power :  5 Hp

FJ - 90
EY – 20 
5 Hp

CONCRETE GRINDER
TKFG - 200 
Engine : ROBIN   EY - 20
Power : 5 Hp

CONCRETE CUTTER
TKC – 350
Blade Size : 350 mm
Engine : HONDA    GX – 390   13 Hp
Engine : RATO    R – 390   13 Hp

PORTABLE LIFTING HOIST
Model : TKPLH – 300
Power : 5 Hp
Capacity : 300 Ibs

POWER TROWEL
TKPT – 36A
Engine :ROBIN    EY - 20
Power : 5 Hp
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CONSTRUCTION  EQUIPMENT

POKER ENGINE

FRUKAWA

SUKAWA DIAMOND BLADE

TOKYO FUREKI
VIBTEC

VIBRATION ROLLER
JY - 600 x RV - 70

TOWER LIGHT
Model : MPTL 4 – 400
Power : 400w x 4
Generator : MPDG 7500 LN  4.6kva

ROBIN  EY – 20
Power : 5 Hp

ETQ    ETQ – 170 F
Power : 4.8 Hp

RATO   R –  200
Power : 6.5 Hp

GENERAL   GX - 160
Power : 5.5 Hp

ELECTRIC DRIVEN UNIT
Power : 2 Hp   230 v

GENERAL
CONCRETE VIBRATOR
28mm , 32mm , 38mm,
45mm , 50mm , 60mm

GENERAL
SUBMERSIBLE PUMP
2’’,   3’’

CONCRETE VIBRATOR
28mm , 32mm , 38mm,
45mm , 50mm , 60mm

SUBMERSIBLE PUMP
2’’,   3’’

PNEUMATIC VIBRATOR
V 635 x 4m   35mm
V 645 x 4m   45mm
V 655 x 4m   55mm
V 665 x 4m   65mm
V 675 x 4m   75mm

Model          : 
Air com. cfm  :
Weight  Kg     :

TOKU PAVING BREAKER
TCA-7
35
7.2

TPB-40
56
18 

TPB-73 
63
30

TPB-90
77 
42

VIBRO AIR PAVING BREAKER
Model : VA – 7          Model : VB – P 40
Model : VB – P 60    Model : VB – P 90

MINER  PARQUET MACHINE
12’’   Engine  : R – 200    5.5 Hp
                             EY – 20   5 Hp
          Motor  :  3 Hp
      

TERRAZZO MACHINE
Power  : 2 Hp   240v
Engine  : R – 200   5.5 Hp
                  EY – 20   5 Hp
      

METAL BAR CUTTER
5028 / 50N / 28 mm
5032 / 50N / 32 mm

      

 METAL SHEARING MACHINE
3 SR / 200

SKW – 68801
100 mm

SKW – 68601
100 mm

SKW 7405 – 7   180 mm 
SKW 7405 – 9   230 mm 

SKW – 9404-14   
350 mm 
FOR ASPHALT

SKW 7405 –12   300 mm
SKW 7405 –14   350 mm
FOR CONCRETE

MILAN - ZENESIS 
350 mm
FOR CONCRETE
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DINO POWER AIRLESS PAINT SPRAYER PIPE CLEANING EQUIPMENT

PNEUMATIC TYPE
PIPE CLEANER

ELECTRIC POWER TYPE PIPE CLEANER

DC POWER PIPE CLEANER

MODEL : DP - 6845
POWER : 3 Kw
MAX PRESSURE :250 Bar
MAX PUMPING CAPACITY : 4.5 L / Min

MODEL : DP - 6800
POWER : 3Kw
MAX PRESSURE : 250 Bar
MAX PUMPING CAPACITY : 4.5 L / Min

MODEL : DP - 6820
POWER : 0.75 Kw
MAX PRESSURE : 227 Bar
MAX PUMPING CAPACITY : 2 L / Min

DINO POWER AIRLESS PAINT SPRAYER HAND PIPE CLEANER FORCE PUMP 
PIPE CLEANER 

MODEL : D-3S-16B
Applicable for household small
pipes

MODEL : D-10A
Applicable for remove blockage
in drain toilet, sinks, baths and
waste pipe MODEL : GQ-4

Applicable for blockage in
indoor facilities washing
basin, kitcheens, bathrooms
and lavatories

MODEL : D-50ZB
Applicable for both indoor and outdoor
small pipes of  20-65mm in lavatories

Power : DC 18V
Speed : 0 - 450 rpm

MODEL : GQ-75
Applicable for all kinds of  indoor pipe of  20-100mm

Motor : 400 rpm
Shaft : 10mm Helical Flexible Shaft

MODEL : GQ-200
Applicable for all kinds of  outdoor pipes of  50 to 200mm

Motor : 0.75 kW, Single Phase
Speed : 700 rpm
Shaft : 30mm Helical Flexible Shaft 

ELECTRIC DRIVEN ROAD LINE MARKING MACHINE

ELECTRIC AIRLESS PAINT SPRAYER

ENGINE DRIVEN AIRLESS PAINT SPRAYER

ELECTRIC DRIVEN ROAD LINE MARKING MACHINE

ELECTRIC AIRLESS PAINT SPRAYER

ENGINE DRIVEN AIRLESS PAINT SPRAYER
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FOOD PROCESSING MACHINE

UNIVERSAL FOOD 
MIXER

Model : HHK – B 7 
Power : 0.4 Kw  220 v
Capacity : 7 L

UNIVERSAL FOOD 
MIXER

Model : HHK – B 10
Power : 0.45 Kw  220 v
Capacity : 10 L

UNIVERSAL FOOD 
MIXER

Model : HHK – B 20
Power : 1.1 Kw  220 v
Capacity : 20 L

UNIVERSAL FOOD UNIVERSAL FOOD
MIXER 

UNIVERSAL FOOD
MIXER 

MIXER

Model : HHK – B 30
Power : 1.5 Kw  220 v
Capacity : 30 L

UNIVERSAL FOOD 
MIXER

Model : HHK – B 50
Power : 2.2 Kw  380 v
Capacity : 50 L

Model : HHK – B 40 F
Power : 1.5 Kw  220 v
Capacity : 40 L

Model : HHK – B 60 F
Power : 2.2 Kw  380 v
Capacity : 60 L

SPIRAL 
MIXER

Model : HHK – HS 30
Power : 1.1 Kw  220 v
Capacity : 30 L / 12 kgs

SPIRAL 
MIXER

Model : HHK – HS 50
Power : 1.8 Kw  220 v
Capacity : 50 L / 18 kgs

SPIRAL 
MIXER

Model : HHK – HS 80B
Power : 2.2 Kw  220 v
Capacity : 80 L / 25 kgs

Model : HHK – SZW 25
Power : 1.5 Kw , 220 v
Capacity : 25 Kg

DOUGH 
MIXER

DOUGH
MIXER

Model : HHK – SZW 50
Power : 2.2 Kw , 220 v
Capacity : 50 Kg

DOUGH 
SHEETER

Model : HHK – MT 288
Power : 1.1 Kw  220 v
Capacity : 2 ~ 10mm x 288mm

DOUGH 
SHEETER

Model : HHK –  DR 520  
               HHK – TDR520
Power : 0.75 Kw  220 v
Capacity : 500 mm

DOUGH 
DIVIDER

Model : HHK – DD 36
Power : 0.75 Kw  220 v

NOODLE 
MACHINE

Model : HHK – MT 12.5
Power : 0.75 Kw  220 v
Capacity : 10 ~ 20 kg/Hr

Model : HHK – SZ 35
Power : 1.5 Kw  220 v
Capacity : 25 ~ 30 kg/Hr

NOODLE  
MACHINE

BREAD MOULDER 
MACHINE

Model : HHK – DM  38
Power : 0.75 Kw  220 v

BREAD  
SLICER

Model : HHK – TR 12
Power : 0.25 Kw  220 v
Capacity : 1.2 mm x 30 pcs

DOUBLE MEAT SLICER

Model : HHK – TD180
Power : 0.75 Kw  220 v

MEAT CUTTER

Model : HHK – RPJ – 2 
Model : QX - 250
Power : 550 w   220 v

Power : 0.45 Kw  220 v
Model : HHK – TJ 12
Power : 0.55 Kw   220 v
Capacity : 120 kg / h

MEAT MINCERMEAT CUTTER

Model : HHK – TJ  22
Power : 0.75 Kw   220 v
Capacity : 220 kg / h

MEAT MINCER

MEAT MINCER

Model : HHK – TJ 32
Power : 1.5 Kw  380 v
Capacity : 320 kg / h

MEAT MINCER

Model : HHK – TC 12 I
Power : 0.65 Kw   220 v
Capacity : 120 kg / h

STAINLESS STEEL
MEAT MINCER MEAT MINCER

Model : MH – 237 
Power : 0.55 Kw   220 v
Capacity : 120 kg / h

Model : MG - 22 SS
Power : 0.85 Kw
Capacity : 220 kg

MEAT MINCER

Model : N 42
Power : 2.2 Kw  220 v 

MEAT MINCER

Model : N 52
Power : 4 Kw  415 v 

Model : N 82
Power : 7.5 Kw 415 v 

MEAT MINCER

Model : MG - 32 SS
Power : 1.5 Kw
Capacity : 320 kg 
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FOOD PROCESSING MACHINE

Model : N 32
Power : 0.75 Kw  220 v 

MEAT MINCER
STAINLESS STEEL

MEAT MINCER

MEAT MINCER  DRIVEN BY 
ENGINE OR MOTOR

TABLE FINE CUTTER

Model : HHK – TQ 5
Power : 0.37 Kw  220 v
Capacity : 120 kg / h

FOOD CUTTER

Model : HHK –  QS 620A
Power : 1.1 Kw  220 v
Capacity : 120 kg / h

ELECTRIC OVEN

MODEL : HHK –  EO 11
Power :  4.4 kw   220 v
Capacity : One Stage One Plates

ELECTRIC OVEN

MODEL : HHK – EO 12
Power : 6.4 kw   220 v
Capacity : One Stage Two Plates

ELECTRIC OVEN

MODEL : HHK – EO 24
Power : 12.8 kw   220 v
Capacity : Two Stage Four Trays

GAS OVEN

MODEL : HHK – GO 12
Gas Consumption : 0.48 kg/h
Capacity : One Stage Two Trays

GAS OVEN

MODEL : HHK – GO 24
Gas Consumption : 0.82 kg/h
Capacity : Two Stage Four Trays

GAS OVEN

MODEL : HHK – GO 39
Gas Consumption : 1.2 kg/h
Capacity : Three Stage Nine Trays

ELECTRIC PROVER

MODEL : HHK – FX  13
Power : 1.4 kw   220 v
Capacity : 13 Pans

ELECTRIC PROVER

MODEL : HHK – EFJ 30
Power : 2.1 kw   220 v
Capacity : 30 Pans

UNIVERSAL CUTTER

MODEL : HHK – QS 20  
Power : 0.25 kw   220 v
Capacity : 120 kg/h

MODEL : HLC - 300
Power : 0.25 kw   220 v
Capacity : 120 kg/h         

FRUIT CUTTER POTATO PEELER

MODEL : HHK – PP 8A 
Power : 0.37 kw   220 v
Tank Capacity : 8 L

UNIVERSAL FRITTER

MODEL  : HHK - FC5A        HHK - FC – 8A    
Power  : 1.1 kw                 1.5 kw 
Capacity  : 5 L                       8 L

BONE SAW KEROPOK  CUTTING 
MACHINE

MODEL : KCM – 200    
Power : 0.75 kw   220 v
Capacity : 200 mm 

MULTI FUNCTION 
DISINTEGRATOR

MODEL : SY – 10     
Power : 1.8 kw   240 v

MODEL : SY – 198    
Power : 0.3 kw   240 v

APPARATUR SLICE CUTTING

MODEL : SA – 110    
Power : 0.18 kw   220 v
Capacity : 1.6 kg/min 

ICE CHOPPER ICE SHAVER MACHINE

MODEL : YJ - 96   
MANUAL ICE SHAVING MACHINE

ICE SHAVER MACHINE

MODEL : HHK – PB 240
Power : 0.18 kw   220 v
Capacity : 1.6 kg/min 

ICE CHOPPER

MODEL : HHK – IS 4    
Power : 0.25 kw   220 v

MODEL : HHK – JG – 210A
Power : 0.75 kw   220 v
Capacity : 210 mm  
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FOOD PROCESSING MACHINE

JUICE EXTRACTOR

MODEL : HHK – WF - B2000
Power : 0.37 Kw

JUICE DISPENSER

MODEL : HHK – PL – 117 A   
Capacity : 1 x 17 L 

JUICE DISPENSER

MODEL : HHK – PL – 234 A   
Capacity : 2 x 17 L 

JUICE DISPENSER

MODEL : HHK – PL – 351 A   
Capacity : 3 x 17 L 

MODEL : HHK – 60  
Power : 0.5 kw   220 v
Capacity : 60 kg/day 

MODEL : XRJ - 15 x 2
Capacity : 2 x 15L

ICE CUBE MAKERSLUSH MACHINE ICE CUBE MAKER

MODEL : HHK – SD - 22   
Power : 0.29 kw   220 v
Capacity : 28 kg/day 

ICE CUBE MAKER

MODEL : HHK – SD - 60   
Power : 0.48 kw   220 v
Capacity : 60 kg/day 

ICE CREAM MACHINE

MODEL : BQ - 820   
Power : 1.7 kw   220 v
Capacity : 18 ~ 20 kg/h 

SOYBEAN GRINDER

MODEL : FDM – Z 125   
Power : 1.1 kw   220 v
Capacity : 80 kg/h 

DM – WZ 200   1.1 kw  220 v  60 kg/h  
DM – WZ 250   1.5 kw  220 v  100 kg/h

DM-WP 150   0.55kw  220v  40KGS/H
DM-WP 200   1.1kw  220v  60KGS/H
  

SOYBEAN GRINDER
SOYBEAN PROCESSING
EQUIPMENT

MODEL : SZ – 091    

BEAN CURD PRESSER

MODEL : SZ - 09   
Power : 10 kw   220 v
Capacity : 70 kg/h 

SOYBEAN MILK & 
BEAN CURD MACHINE

CME – 1125   1 Hp   240 v
CME – 1500   2 Hp   240 v

COCONUT MILK 
EXTRACTOR

TSM – 1    1 Hp   240 v
TSM – 1    5 Hp   Robin

TAPIOCA 
SHDREDDING 
MACHINE

SZM – 604          0.75 Kw   MODEL : JGB - 80A
Power : 2.2 kw 
Productivity : 4800 PCS/H

Productivity: 200~300 Pcs/ Hr

MEAT BALL MAKER

SZC – 180   1.5 Kw   180 Kg / Hr
SZC – 300   2.2 Kw   300 Kg / Hr

FISH BONE DIVIDERDUMPLING MAKING MACHINE

Model : BCM - 180                 SCM - 180
Power : 0.25 Kw     220 v

COCONUT GRINDER

MODEL : KT – SSCG
POWER : 0.75 Kw

COCONUT GRINDER

Powered By 
Petrol Engine Or Electric Motor

SUGAR CANE MACHINE
Made In Malaysia

Model : 300 MCF      20’’
Power : 1 Hp     1 Phase

FOWL FEATHER 
REMOVER

Model : HHK – CC - 05
Power : 0.95 Kw  220 v

COTTON CANDY MACHINE
WITH COVER

Model : CC M – 19 
Power : 0.45 Kw  220 v

COTTON CANDY MACHINE
WITH COVER

Model : HHK – PM 81E 
Power : 1.3 Kw  220 v

POPCORN MACHINE

Model : GPCM - 1 

POPCORN MACHINE  ( GAS ) 



( CO.NO. 181694 – A )M P  MACHINERY ( MALAYSIA ) SDN BHD ( CO.NO. 181694 – A )– A )

փ��፞��ጅ��ଆ����ਠ����Љࡎ����˙��͌

PAGE 24* SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.

FOOD PROCESSING MACHINE

FISH BALL BARBECUE 
OVEN

HHK – WF 02

ENVIRONMENT ROASTER

HHK – ET – K23

WAFFLE BAKER 

HHK – WF 02

HOT DOG BROILER

HHK – HD – 11

CREPE MACHINE 

HHK –  WDE – 1  

GAS GRIDDLE

HHK – GG 600

SHOW CASE

HHK – LC 178

CHEST FREEZER

HHK – C 300

FOOD
WARMER
DISPLAY 

HHK – WYD – 450 

FOOD WARMER DISPLAY

HHK – DH – 580 

SHOW CASE WITH COOLER

HHK – RTW 100 L

SHOW CASE WITH WARMER

HHK – BV 809 B

3 LAYER CHART

HHK – RB 2

SQUIP SHAVER

YJ – 96 – 5 

MANUAL HAMBURGER MACHINE

HHK – MH 100 

POTATO SLICER 
  ( STAINLESS STEEL )

ST - 301 A

COFFEE GRINDER

MKW II     1 Ph    220 v

COFFEE GRINDER

MKW I      1 Ph   220 v 

ELECTRIC FRYER,  TWO JARS

HHK – EF – 72      7 Lt 
HHK – GF - 171   17L HHK – GF - 461   46L HHK – EF – 172   17 Lt

VERTICAL ROTIS SERIES
(GAS )  

HHK – YXD – 207  

KEBAB BROILER

HHK – WYE – 790 HHK – GSK - 1

RICE COOKER

GAS STEAMER

HHK – RC 1000

ICE BLENDER

HHK – BL 767

GAS FRYER, TWO JARS
GAS FRYER

HHK – GF – 72      7 Lt 
HHK – GF – 172   17 Lt
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PACKAGING MACHINE

KZB - I
Model : PCS - 300 A   300mm 

 Model : PCS - 400 A   400mm 

IMPULSE SEALER STEP IMPULSE SEALER

Model : PFS– 450 A   450mm 
Model : PFS – 600 A   600mm 

SERVO

PORTABLE BAG CLOSER

Model : DA     Power : 0.1 Hp

PORTABLE BAG CLOSER

Model : GK - 261     Power : 90 W 

STRAPPING MACHINE

KZB - II

STRAPPING MACHINE

SM – 06 L 

STRAPPING MACHINE STRAPPING MACHINE

SM – 06 H 

VACUUM PACKING
MACHINE

DZ - 280A DZ – 400 TE         0.9 Kw   
Chamber Size  : 440 x 420 x 75 mm

VACUUM PACKING MACHINE

DZ – 400 TE         0.9 Kw   
Chamber Size  : 440 x 420 x 75 mm

VACUUM 
PACKING
MACHINE

DZ - 400 2SB         0.8 Kw   
Chamber Size  : 500 x 450 x 50 mm

VACUUM PACKING MACHINE

SEMI  AUTO CUP SEALER

ET -B7 

VACUUM PACKING MACHINE

DZ 500 2SB   3 Kw   
Chamber Size  : 520 x 410 x 50 m

VACUUM PACKING MACHINE

DZ 600 2SB   3.2 Kw   
Chamber Size  : 610 x 410 x 50 mm

FULLY AUTO CUP SEALER

ET - Q5

MULTI  FUNCTIONAL FILM SEALER

SF - 150 LW

MULTI  FUNCTIONAL FILM SEALER

SF 150W

MULTI FUCTIONAL FILM SEALER

SF - 150 - LD

BOTTLE 
CAPPING 
MACHINE

DK – 50 / D      0.37 Kw
Dia : 15~46mm   Height : 50~320mm
Productivity : 1200 Bottle / Hr

HW - 450

WRAPPING MACHINE

SCE - 2024

MULTI  FUCTIONAL DOMESTIC 
SEWING MACHINE

SCE - 14U - 554 AD

MULTI  FUNCTION OVERLOCK 
SEWING MACHINE

SCE - 8700

INDUSTRIAL SEWING MACHINE
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MR.  POWER AIR COMPRESSOR FOR MEDIUM DUTY APPLICATIONS

ECONOMIC , RELIABLE & BIGGER RECEIVER TANK
1 HP to 7.5 HP WITH PRESSURE SWITCH CONTROL
10 HP TO 15 HP WITH DUAL CONTROL 

Think Long Run

ELGI AIR COMPRESSOR  (GERMANY)

Horizon TS Series - Two Stage
With Maximum Pressure 12kg/cm175/ 2 psi
3 HP  TO  15 HP   

Single Stage Screw Air Compressors
160 - 90 kW / 28.3 - 11.4 m3/min  Tank Mounted Screw Air Compressor

15 - 7.5 HP / 56.5 - 28.5 cfm  
Single Stage Screw Compressors
 UP TO 75 kW 

1 ~ 15 HP     WORKING PRESSURE UP TO 8 BAR
HEL SERIES AIR PURIFIERVERTICAL TANK

2HP TO 10HP

MR.  POWER AIR COMPRESSOR FOR MEDIUM DUTY APPLICATIONS

CRELEC

HB   SERIES 
0.5   ~   10 Hp 

EMC
F . R . L   UNIT     Max. Pressure : 10 Bar

FRL COMBINATION
EIC-2000-02          
EIC-3000-03    
EIC-4000-04D 
EIC-5000-06D
EIC-5000-10D

FILTER WITH REGULATOR
EIW-2000-02            
EIW-3000-03
EIW-4000-04
EIW-5000-06
EIW-5000-10

AIR   REGULATOR
EIR-2000-02
EIR-3000-03
EIR-4000-04
EIR-5000-06
EIR-5000-10

LUBRICATOR 
EIL-2000-02
EIL-3000-03
EIL-4000-04
EIL-5000-06
EIL-5000-10

FILTER
EIF-2000-02
EIF-3000-03
EIF-4000-04
EIF-5000-06
EIF-5000-10

8’’   VENTILATOR FAN
12’’ VENTILATOR FAN
 

ZHANGCO

RB   SERIES 
0.5   ~   5.5 Hp 

LEOPARD

LB - 24F        2 Hp       24 L
LBDF - 2.5    2.5 Hp   30 L
LB - 50 B       3 Hp       50 L

DR
AIR FILTER

DR
AUTO DRAIN VALVEDR

DD SERIES AIR DRYER

WITH JKKP
CERTIFICATE
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MAKITA POWER TOOLS

CIRCULAR SAW   
Model 5806B 
Blade dia. : 185mm (7-1/4") 
Input : 1,050W 
No load speed : 4,700rpm 

CIRCULAR SAW   
Model N5900B 
Blade dia. : 235mm (9-1/4") 
Input : 2,000W 
No load speed : 4,100rpm 

DEMOLITION HAMMER 
Model HM1306  
Input : 1,510W 
Blow per minute : 1,450bpm  

DIE GRINDER 
Model 906 
Input : 240W 
Collet : 6mm or 1/4" 
No load speed : 25,000rpm 

STRAIGHT GRINDER
Model 9105  
Wheel dia. : 125mm x 19mm (5" x 3/4") 
Hole dia. : 12.7mm (1/2") 
Input : 750W 
No load speed : 4,800rpm 

GRINDER
Model 9556NB 
Wheel : 100mm (4") 
Input : 840W 
No load speed : 11,000rpm 

GRINDER
Model GA 4034 
Wheel : 100mm (4") 
Input : 720W 
No load speed : 11,000rpm        

GRINDER
Model GA 7020
Wheel : 180mm (7") 
Input : 2200W 
No load speed : 8,500rpm     

BENCH GRINDER
Model GB602 
Wheel dia. : 150mm x 16mm (6" x 5/8") 
Hole dia. : 12.7mm (1/2") 
Input : 250W  

BENCH GRINDER
Model GB802 
Wheel dia. : 205mm x 19mm (8" x 3/4") 
Hole dia. : 15.88mm (3/4") 
Input : 550W 

DRILL   Model 6412 
Steel : 10mm (3/8") 
Wood : 25mm (1") 
Input : 450W 
No load speed : 3,000rpm

DRILL   Model 6300NB  
Steel : 13mm (1/2") 
Wood  : 30mm (1-1/8") 
Input : 550W 
No load speed  : 1,200rpm

DRILL   Model 6016   
Steel : 16mm (1/2") 
Wood  : 36mm (1-3/8")  
Input : 480W 
No load speed  : 700rpm

HAMMER DRILL  
Model HP1630    
Concrete : 16mm (5/8") 
Steel : 13mm (1/2") 
Wood : 30mm (1-3/16") 
Input : 710W 

HAMMER DRILL
Model HP2050   
Concrete  : 20mm (3/4") 
Steel Hi  : 8mm (5/16") 
          Lo  : 13mm (1/2") 
Wood Hi  : 25mm (1") 
            Lo  : 40mm (1-9/16") 
Input  : 720W 

HAMMER DRILL
Model HR2470
Concrete : 24mm (15/16") 
Steel :13mm (1/2") 
Wood : 32mm (1-1/4") 
Input : 780W 

DEMOLITION HAMMER  
Model HM0810  TA
Input : 900W 
Blow per minute : 2,900bpm  

DEMOLITION HAMMER  
Model HM1201
Input : 1130W
Blow per minute : 2000bpm

PLANER   Model 1902
Planing width : 82mm (3-1/4") 
Planing depth : 1mm (1/32") 
Input : 580W 
No load speed : 16,000rpm 

PLANER   Model 1911B 
Planing width : 110mm (4-3/8") 
Planing depth : 2mm (1/16") 
Input : 840W 
No load speed : 16,000rpm 

PLANER   Model 1804N 
Planing width : 136mm (5-3/8") 
Planing depth : 3mm (1/8") 
Input : 960W 
No load speed : 16,000rpm 

PLANER   Model 1805N 
Planing width : 155mm (6-1/8") 
Planing depth : 2mm (1/16") 
Input : 1,140W
No load speed : 15,000rpm 

PORTABLE CUT-OFF
Model 2414NB 
Wheel dia. : 355mm (14") 
Hole dia. : 25.4mm (1") 
Input : 2,000W 
No load speed : 3,800rpm 

TRIMMER  Model N3701
Collet capacity : 6mm or 1/4" 
Input : 440W 
No load speed : 30,000rpm 
Base : 82mm x 90mm (3-1/4" x 3-1/2") 

ROUTER   Model 3612BR 
Collet capacity : 12mm or 1/2" 
Input : 1,600W 
No load speed : 23,000rpm 
Plunge capacity : 0-65mm (0-2-9/16") 
Base dia. : 160mm (6-1/4")  

ROUTER   Model 3601B
Collet capacity : 12mm or 1/2" 
Input : 930W              
No load speed : 23,000rpm  
Base dia : 160mm (6-1/4") 

BLOWER   Model UB1100 
Input : 600W 
Air pressure) : 5.5kpa 
Air volume : 2.8m3/min 
No load speed : 16,000rpm 

CUTTER   Model 4100NH  
Blade dia. : 110mm (4-3/8") 
Max cutting capacities : 34mm (1-5/16") 
Input : 1,300W 
No load speed : 13,000rpm 

CUTTER   Model 4107R 
Blade dia. : 180mm (7-1/8") 
Max cutting capacities : 60mm (2-3/8") 
Input : 1,400W 
No load speed : 5,000rpm 

JIG SAW   Model 4327M 
In wood at 90 degree : 40mm (1-9/16") 
In steel at 90 degree : 6mm (1/4") 
Length of  stroke : 18mm (11/16") 
Input : 450W 
Stroke per minute : 500-3,100 

JIG SAW   Model 4350CT
In wood at 90 degree : 135mm (5-5/16")  
In steel at 90 degree : 10mm (3/8") 
Length of  stroke : 26mm (1") 
Input : 720W 
Stroke per minute : 800-2,800 

RECIPRO SAW   Model JR3050T 
In pipe 90mm : (3-1/2") 
In wood 90mm : (3-1/2") 
Length of  stroke : 28mm (1-1/8") 
Input : 1,010W 
Strokes per minute : 0-2,800rpm 



DISC SANDER
Model 9218SB
Abrasive disc : 180mm (7") 
Wire cup brush : 110mm (4-3/8") 
Input : 570W 
No load speed : 4,500rpm 
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MAKITA POWER TOOLS

POLISHER
Model PV7000C 
Abrasive disc : 180mm (7") 
Wool pad : 180mm (7") 
Input : 900W 
No load speed : 600 / 2,000rpm
 

SANDER POLISHER
Model 9227C 
Abrasive disc : 180mm (7") 
Wool pad : 180mm (7") 
Input : 1,200W 
No load speed : 0-600 / 3,000rpm  
 

FINISHING SANDER  
Model BO4540
Pad size : 110  x 100 mm
Abrasive disc : 114 x 140 mm 
Input : 160W 
Orbit per minute : 14,000rpm  
 

FINISHING SANDER 
Model 9045B 
Pad size : 114  x 234 mm 
Abrasive paper size : 114  x 280 mm 
Input : 520W 
Orbit per minute :10,000rpm 
 

BELT SANDER
Model 9924DB 
Belt size : 76mm x 610mm (3" x 24") 
Belt speed : 400m/min (1,300ft/min) 
Input : 850W 
 

BELT SANDER
Model 9401  
Belt size : 100mm x 610mm (4" x 24") 
Belt speed : 350m/min (1,150ft/min) 
Input : 940W 

HEAT GUN
Model HG5012 
Air temperature (degrees) : 350 / 500 
Air flow : 350 / 500L/min 
Input : 1,600W 

CORDLESS DRILL

MT - 603 MT - 811 MT - 814 MT - 870 MT - 070E
MT - 954 MT - 920 MT - 921MT - 902 MT - 911

MT - 190 MT - 410 MT - 580 MT - 400
MT - 370

MT - 430 MT - 240 MT - 230MT - 940 MT - 360

Model 6271DWPE 
Steel : 10mm (3/8") 
Wood : 25mm (1") 
No load speed   
High :  0-1,300rpm 
Low : 0-400rpm 
Voltage : 12V 

CHAIN SAW   Model DCS4610-40 
Standard guide bar : 14/16" 
Displacement : 45.1ml 
Power rating : 1.7kw 

HIGH PRESSURE WASHER
Model HW102
Max. pressure : 100bar (1,450 PSI) 
Max. flow : 360 L/hr 

HIGH PRESSURE WASHER
Model HW111
Max. pressure : 110bar (1,595 PSI) 
Max. flow : 370 L/hr  

POWER MIXER   Model UT1301 
Blade dia. : 130mm (5-1/8") 
Input : 700W 

MAKTEC PROFESSIONAL POWER TOOLS 
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PACKAGING MACHINE

ANGLE GRINDER   
S1M-FF-180A

Wheel Diameter : 180 mm
Power Input : 2020 w
Speed : 8300 rpm

ANGLE GRINDER  
S1M-FF02-100A

 Wheel Diameter : 100 mm
 Power Input : 570 w
 Speed : 13000 rpm

ANGLE GRINDER   
S1M-FF03-100A

Wheel Diameter : 100 mm
Power Input : 710 w
Speed : 13000 rpm

ANGLE GRINDER   
S1M-FF05-100B

Wheel Diameter : 100 mm
Power Input : 850 w
Speed : 13000 rpm

ANGLE GRINDER   
S1M- FF05-125A

Wheel Diameter : 125 mm
Power Input : 850 w
Speed : 13000 rpm

ANGLE GRINDER   
S1M-FF-230A

Wheel Diameter : 230 mm
Power Input : 2020 w
Speed : 6600 rpm

CORDLESS DRILL
J0Z-FF06-10

No-Load Speed : 0 – 600 rpm
Max. Drilling Capacity – Steel : 10mm
Max. Drilling Capacity – Wood : 20 mm
Variable Speed : Yes
Turn/Reversing : Yes

ELECTRIC DRILL
J1Z-FF-10A

Power Input : 300 w
No-Load Speed : 0�2500 rpm
Max. Drilling Capacity :
  Steel : 10 mm
  Wood : 18 mm

STRAIGHT SANDER  
S1S-FF-125B

Wheel Diameter : 120 mm
Power Input : 710 w
Speed : 5300 rpm

MARBLE CUTTER
Z1E-FF-110

Blade Diameter : 110 mm

Power Input : 1200 w
No-Load Speed : 13000 rpm

MARBLE CUTTER
Z1E-FF-180

Blade Diameter : 180 mm

Power Input : 1520 w
No-Load Speed : 5000 rpm

GROOVE CUTTER
Z1R-FF-150

Blade Diameter : 150 mm

Power Input : 1200 w
No-Load Speed : 9000 rpm

ORBITAL SANDER
S1B-FF-110x100

Power Input : 160 w
Orbits Frequency : 10000 .../min
Pad Size : 93×185 mm

ORBITAL SANDER
S1B-FF-93x185

Power Input : 520 w
Orbits Frequency : 10000 .../min
Pad Size : 114×234 mm

ROTARY HAMMER
Z1C-FF-38

Power Input : 800 w
No-Load Speed : 400 rpm
Max. Drilling Cap.:  mm

DIE GRINDER
S1J-FF02-10

Rated Power Input : 105 w
No-Load Speed : 30000 rpm
Max. Grinding Wheel Ø : 10 mm

DIE GRINDER
S1J-FF-25

Rated Power Input : 400 w
No-Load Speed : 27000 rpm
Max. Grinding Wheel Ø : 25 mm

DIE GRINDER
S1J-FF02-25

Power Input : 150 w
Orbits Frequency : 12000 .../min
Pad Size : 100×110 mm

HAMMER DRILL
Z1C-FF02-20

Power Input : 500 w
No-Load Speed : 0-850 rpm
Max. Drilling Cap.: 20 mm

HAMMER DRILL
Z1C-FF03-26

Power Input : 620 w
No-Load Speed : 500 rpm
Max. Drilling Cap.: 26 mm

ELECTRIC DRILL
J1Z-FF02-13

Power Input : 500 w
No-Load Speed : 0�1200 rpm
Max. Drilling Capacity :
Steel : 13 mm
Wood : 20 mm

ELECTRIC DRILL
J1Z-FF-16A

Power Input : 800 w
No-Load Speed : 550 rpm
Max. Drilling Capacity :
Steel : 16 mm
Wood : 36 mm

IMPACT DRILL
Z1J-FF02-13

Power Input : 500 w
No-Load Speed : 0 – 2600 rpm 
Impact Rate : 0 - 41600
Max. Drilling Capacity – Steel : 13 mm
Max. Drilling Capacity – Wood : 25mm

ELECTRIC MIXER
Q1U-FF160

Power Input : 800 w
No-Load Speed : 550 rpm
Dia. Of Mixing Wheel : 160 mm

POWER TOOLS DONGCHENG PROFESSIONAL POWER TOOLS
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HEAT GUN
Q1B-FF-2000

Power Input : 2000 w
Low Temperature : 50 – 480 °C
High Temperature : 50 – 600°C
Air Flow
 Low Temperature : 210 – 250 L/min
 High Temperature : 340 – 380 L/min

BLOWER
Q1F-FF-28

Power Input : 680 w
Rated Speed : 16000 rpm
Max. Gas Volume :  2.8 m³/min

NIBBLER
ELECTRIC SHEAR
J1J - FF - 3.2

J1H-FF-3.2

Power Input : 620 w

Power Input : 620 w
�ƵƫŶŐ��ĂƉĂĐŝƚǇ�Ͳ�DŝůĞ�^ƚĞĞů�͗�ϯ͘Ϯ�ŵŵ
�ƵƫŶŐ��ĂƉĂĐŝƚǇ�Ͳ�^ƚĂŝŶůĞƐƐ�͗�Ϯ͘ϱ�ŵŵ
DŝŶ͘��ƵƫŶŐ�ZĂĚŝƵƐ�͗�ϱϬ�ŵŵ
ZĂƚĞĚ�/ŵƉĂĐƟŶŐ�&ƌĞƋƵĞŶĐǇ�͗�ϭϲϬϬ�ͬ͘͘ŵŝŶ

EŽͲ>ŽĂĚ�^ƚƌŽŬĞƐ�͗�ϭϯϬϬ�ͬ͘͘͘ŵŝŶ

ROUTER
M1R-FF-12

Power Input : 1600 w

EŽͲ>ŽĂĚ�^ƉĞĞĚ�͗�ϮϯϬϬϬ�ƌƉŵ

PLANER
M1B-FF-82x1

Max. Planing Width : 82 mm
Max. Planing Depth : 1 mm
Power Input : 500 w
EŽͲ>ŽĂĚ�^ƉĞĞĚ�͗�ϭϲϬϬϬ�ƌƉŵ

ORBITAL SANDER
S1B-FF-114x234

Power Input : 520 w
KƌďŝƚƐ�&ƌĞƋƵĞŶĐǇ�͗�ϭϬϬϬϬ�ͬ͘͘͘ŵŝŶ
Pad Size : 114×234 mm

JIG SAW
M1Q-FF-85

Power Input : 580 w
EŽͲ>ŽĂĚ�^ƚƌŽŬĞƐ�͗�ϱϬϬ�ʹ�ϯϭϬϬͬ͘͘͘ŵŝŶ

DISC SANDER
S1P-FF-180

Power Input : 405 w
EŽͲ>ŽĂĚ�^ƉĞĞĚ�͗��ϰϳϬϬ�ƌƉŵ
'ƌŝŶĚŝŶŐ��ŝƐĐ�T͗�ϭϱϬ�ŵŵ

SANDER POLISHER
S1P-FF02-180

WŽǁĞƌ�/ŶƉƵƚ�͗�ϱϳϬ�ǁ
EŽͲ>ŽĂĚ�^ƉĞĞĚ�͗�ϭϬϬϬͲϮϰϬϬ�ƌƉŵ
Wheel Size : 180 mm

TRIMMER
M1PFF02-6

Power Input : 350 w
EŽͲ>ŽĂĚ�^ƉĞĞĚ�͗�ϯϬϬϬϬ�ƌƉŵ

RECIPROCATING SAW
J1F-FF-30

Power Input : 590 w
EŽͲ>ŽĂĚ�^ƚƌŽŬĞƐ�͗�ϬͲϮϯϬϬ
>ĞŶŐƚŚ�KĨ�^ƚƌŽŬĞƐ�͗�ϯϬ�ŵŵ

SANDER POLISHER
S1P-FF03-180

Power Input : 1020 w
EŽͲ>ŽĂĚ�^ƉĞĞĚ�͗�ϭϬϬϬͲϯϲϬϬ�ƌƉŵ
Wheel Size : 180 mm

CUT OFF MACHINE
J1G-FF02-355

Wheel : 355 mm
Power Input : 1800 w
EŽͲ>ŽĂĚ�^ƉĞĞĚ�͗�ϯϴϬϬ�ƌƉŵ

DEMOLITION HAMMER
Z1G-FF-6

Power Input : 900 w

DEMOLITION HAMMER
Z1G-FF02-15

Power Input : 1010 w
ZĂƚĞĚ�/ŵƉĂĐƟŶŐ�&ƌĞƋƵĞŶĐǇ�͗�ϭϰϬϬͬ͘͘͘ŵŝŶ

CORING MACHINE
Z1Z-FF-200

Power Input : 3300 w
EŽͲ>ŽĂĚ�^ƉĞĞĚ�͗��ϱϬϬ�ƌƉŵ
DĂǆ͘��ƌŝůůŝŶŐ��ĂƉĂĐŝƚǇ�͗�ϮϬϬ�ŵŵ

CIRCULAR SAW
M1Y-FF-185

Power Input : 1100 w
EŽͲ>ŽĂĚ�^ƉĞĞĚ�͗�ϰϵϬϬ�ƌƉŵ

CIRCULAR SAW
M1Y-FF-235]

Power Input : 1520 w
EŽͲ>ŽĂĚ�^ƉĞĞĚ�͗�ϰϭϬϬ�ƌƉŵ

CORING MACHINE
Z1Z-FF-130

Power Input : 1350 w
EŽͲ>ŽĂĚ�^ƉĞĞĚ�͗��ϭϭϬϬ�ƌƉŵ
DĂǆ͘��ƌŝůůŝŶŐ��ĂƉĂĐŝƚǇ�͗�ϭϯϬ�ŵŵ

CORING MACHINE
Z1Z-FF-90

Power Input : 1350 w
EŽͲ>ŽĂĚ�^ƉĞĞĚ�͗��ϬͲϮϯϬϬ�ƌƉŵ
DĂǆ͘��ƌŝůůŝŶŐ��ĂƉĂĐŝƚǇ�͗�ϵϬ�ŵŵ

MITRE SAW
J1X-FF-255

Power Input : 1650 w
EŽͲ>ŽĂĚ�^ƉĞĞĚ�͗�ϰϲϬϬ�ƌƉŵ
Blade Diameter : 255 mm

POWER TOOLS DONGCHENG PROFESSIONAL POWER TOOLS
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POWER TOOLS

B.I.G  PNEUMATIC TOOLS AGP  TAIWAN

NISSEN

CONCRETE  CORING  MACHINE

ZHONGYUE MITRE SAW

MOTEGI AIR TOOLS

Ǫ''   AIR DRILL
MI - 5101

½'‘  AIR DRILL
MI - 5201

¼'‘ DIE GRINDER 
MI - 4121

AIR NEEDLE SCALER
MI - 1143 

AIR SCALING HAMMER
MI - 1301 

RONGPENG INDUSTRIAL AIR TOOLS 
(Required Pressure : 4 ~ 7 Bar Max . Pressure : 7.5 Bar)

3/16’’  AIR REVETER
MI - 3401 

¼” SCREW DRIVER
MI - 5301

¼” SCREW DRIVER
MI - 5305

4” ANGLE GRINDER
MI - 4021

PALM ORBITAL SANDER
MI - 4521

½” RATCHET WRENCH
MI - 1047

½’’ IMPACT WRENCH
MI 2043

¾’’ IMPACT WRENCH
MI - 2061

1’’ IMPACT WRENCH
MI - 2083

BG – 4   100mm  
Air Consumption : 
0.6 m3/min 

190 P          ¾’’    
Air Consumption : 
0.40 m3/min 

50 mm CHIPPING HAMMER
MI - 1011

422 J    1.3 Kg AIR STAPLER
1022 J    1.25 Kg

BRAD NAILER
F 30      1.25 Kg

BRAD NAILER
F 50      1.55 Kg

FINISH  NAILER
T 64      1.88 Kg

CONCRETE NAILER
ST 64B      3.6 Kg

COIL  NAILER
CN  57     2,1 Kg
CN 70      3.5 Kg
CN ,90     3.4 Kg

IMPACT WRENCH
RP – 7431    ½’’ 
Max. Torque : 567 Nm

FINISH  NAILER
T 50      2.3 Kg

172 PA         ½’’   
Air Consumption : 
0.39 m3/min 

Drill Chuck

Core Bit

Chuck Adaptor

Pilot Pin

CSN – 4N
Power : 1350 w ,  220 v
Capacity : 25 ~ 105 mm
Speed : 1100 rpm

CSN – 6A
Power : 2100 w ,  220 v
Capacity : 25 ~ 160 mm
Speed : 820 rpm

SHIBUYA ( Japan )
25mm  ~  350mm

CORING BIT

JIX - Y2 - Z - 305
Blade Dia. : 305mm
Power : 1600w

7100   With Sliding Function
Blade Dia. : 305mm
Power : 1600w

CABEL 
FROM KOREA

45 S           1’’   
Air Consumption : 
0.85 m3/min 

MAGNETIC DRILL
DR 32A/MT 800S
Capacity : 32 mm
Power : 1600 w

MAGNETIC DRILL
MODEL                      CAPACITY           POWER

AGP - MD 532    32 mm ( Core )  1200 W
AGP - MD 500       50 mm ( Core )  1800 W
AGP - DS 750     75 mm ( Core )   1800 W
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BOSUN PROFESSIONAL DIAMOND PRODUCT

For sand bricks

B04-FD01E   4’’

For Bricks & 
Granite 

B04-FD02S   4’’

For Hard Bricks 
& Concrete

B04-FT03S   4’’

For Ceramic , 
Tile & Zinc

B04-FN02S   4’’3

For Ceramic & Tile

B04-FN03S   4’’

Super Thin Turbo 
For Ceramic & 
Porcelain

B04-TK105P   4’’

For Hard Bricks 
& Concrete

B05-DD125E   5’’ B07-DD180SE   7’’ B07-DD180S   7’’ 

For Concrete Piling 

B09-LP230P   9’’ 

Core  Bit Stone Bit BCM-ZIZ-100B BCM-Z1Z130 BCM-ZIZ-200M 

5 x 110 mm 
5 x 160 mm
5.5 X 110 mm
5.5 X 160 mm
6 X 110 mm
6 X 160 mm
8 X 110 mm
8 X 160 mm
8 X 210 mm
10 X 160 mm
10 X 260 mm
10 X 300 mm
11 X 160 mm

CORING MACHINE WITH VACUUM PAD
Max Core ø : 89mm x 300mm
Max Speed : 955 rpm
Weight  : 13.5 kg

CORING MACHINE
Power Input : 1350 watts
Max Core ø : 108mm x 300mm
Max Speed : 955rpm
Weight : 13.5kg

CORING MACHINE
Power Input : 2800 watts
Max Core ø : 200mm x 400mm
Max Speed :  840rpm
Weight : 24kg

12 X 160 mm
12 X 260 mm
12 X 300 mm
12 X 450 mm
13 X 160 mm
14 X 160 mm
14 X 210 mm
14 X 300 mm
15 X 160 mm
16 X 210 mm
16 X 300 mm
16 X 450 mm

For Concrete Piling 

B12-LP243P   12’’ 

For Asphalt 

B14-MTP350E   14’’

For Asphalt 

B14-DA350P   14’’

For Asphalt 

B14-LA350P   14’’

For Concrete G45 

B14-LC597U   14’’

For Concrete G45  

B16-LC597U   16’’

For Asphalt 

B16-DA400S   16’’

CUP WHEEL

For Concrete Wall

B04-CW6259SE   4’’

For Concrete Wall

B04-GDT100DBE   4’’

For Concrete Wall

B04-CWS04107E  4’’

For Concrete Wall

B07-CWTSP12   7’’

For Concrete Wall

B07-CWTSP24E

For Wood And Aluminium

T.C.T Saw Blade GENTOOL HAMMER GREASE

GENTOOL SDS DRILL BIT
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SUKAWA WATER FLOW METER

WATER FLOW METER , 
FLANGE END - °40C

LXLG - 2''
LXLG - 2½''
LXLG - 3''
LXLG - 4''
LXLG - 6''
LXLG - 8''

WATER FLOW METER , 
FLANGE END - °90C

LXLGR - 2''
LXLGR - 2½''
LXLGR - 3''
LXLGR - 4''
LXLGR - 6''
LXLGR - 8''

SUKAWA STEAM TRAP
THERMODYNAMIC STEAM 
TRAP SCREW END
PN 16 / PN 40

TD42- WCB PN40 - ¾''
TD42- WCB PN1 - 40''
TD42- SS304 PN40 - ¾''
TD42- SS304 PN1 - 40''

LD SERIES ELECTROMAGNETIC FLOW METER

LC SERIES ELECTROMAGNETIC FLOW METER

LD - 50
LD - 80
LD - 100
LD - 150
LD - 200
LD - 250 

LC - 50     LC - 80     LC -100
LC - 150   LC - 200  LC - 250

SUKAWA VALVES

BALL FLOAT STEAM 
TRAP FLANGE END
PN 16 / PN 40

SKW 44 FE WCB - 1''
SKW 44 FE WCB - 1½''
SKW 44 FE WCB - 2''

BALL FLOAT STEAM 
TRAP SCREW END
PN 16 / PN 40

SKW 14 SE WCB - ¾''
SKW 14 SE WCB - 1''
SKW 44 SE WCB - ¾''
SKW 44 SE WCB - 1''

FULLY S / STEEL 
WAFER CHECK VALVE

DOUBLE DISC
PN-25, METAL SEAT
3” ~ 8”

 

S / STEEL BALL VALVE
3PC BODY ,  1000 WOG
SCREW END ,  
WITH MOUNTING PAD

CAST IRON SILENT 
CHECK VALVE
PN - 16 

FLANGE TO 10K
2’’ ~ 10’’

CAST IRON SILENT 
CHECK VALVE
PN - 16 

WAFER TYPE
6’’ ~ 10’’

FULLY S / STEEL 304
SWING CHECK VALVE
PN - 16 ,  SINGLE DISC

WAFER TYPE
2’’ ~ 12’’

S / STEEL 304 & 316 
BALL VALVE
IPC BODY ,  1000 WOG

SCREW END
¼”~ 4’’

S / STEEL  BALL VALVE
3PC BODY ,  1000 WOG

SCREW END
Ǫ” ~ 4”

SCREW END
Ǫ” ~ 4”

CAST  IRON  
BUTTERFLY  VALVE 
S / STEEL DISC

NBR SEAT, PN 16
WAFER TYPE
1” ~ 12”

CAST IRON WAFER 
CHECK VALVE
SINGLE  DOORS / 
STEEL DISC

VITON SEAT
2” ~ 12”

CAST IRON WAFER 
CHECK VALVE
DOUBLE DISC
S / STEEL DISC

VITON SEAT
2” ~ 12”

FULLY  S / STEEL 
DISCO CHECK VALVE
PN – 40, METAL SEAT

WAFER TYPE
½” ~ 6”

CAST  IRON  SWING 
CHECK  VALVE
BS 4090 , PN - 16 

FLANGE TO 10K
2” ~ 10”

CAST IRON LIFT 
CHECK VALVE
FLANGE TO PN 16

 1½’’ ~ 8’’

 

 

SWING  CHECK  VALVE
SINGLE DISC 

METAL SEAT
2’’ ~ 12’’

 

 

CAST  STEEL LIFT  
CHECK  VALVE
FLANGE TO PN – 40

1½’’ ~ 8’’
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SUKAWA VALVES

CAST  IRON  BALL  VALVE  
FLANGE  TO  JIS 10K S / STEEL BALL 

NBR SEAT, PN 16
WAFER TYPE
1” ~ 12”

CAST  STEEL  BALL  VALVE
S / STEEL BALL , 
TEFLON SEAT

FLANGE  TO  JIS 20K
3’’ ~ 10’’

FULLY S/STEEL
304 BALL VALVE
JIS 10K ,  TEFLON SEAT

FLANGE TO 10K
1½’’ ~ 8’’

CAST  IRON  GATE  VALVE
BS 3464 , PN – 10

FLANGE  TO  JIS 10K
NON RISING STEM 
2’’ ~ 12’’

CAST  IRON  GATE  VALVE
PN - 16 

FLANGE  TO  ANSI – 150
RISING STEM
2’’ ~ 12’’

CAST  STEEL  GATE  VALVE
PN 10 

FLANGE TO 10K
RISING STEAM
3’’ ~ 8’’

CAST  STEEL  BALL  VALVE
S / STEEL BALL , 
TEFLON SEAT

FLANGE  TO  JIS 10K
2’’ ~ 10’’

FORGED  STEEL  
GLOBE  VALVE 800 PSI 

SCREW END TO BSPT
½’’ ~ 2’’

CAST  IRON GLOBE  VALVE
PN 16 

FLANGE  TO  PN – 16
1’’ ~ 12’’ 

CAST  STEEL  
GLOBE  VALVE
PN - 40,BELLOW  SEAL

FLANGE  TO  PN – 40
½’’ ~ 3’’

CAST  STEEL  
GLOBE  VALVE
PN - 40,METAL SEAT

FLANGE  TO  PN – 40
½” ~ 12”

CAST  IRON  
Y  STRAINER
PN - 16 ,S / STEEL MESH

SCREW END TO BSPT
½’’ ~ 2’’”

CAST  IRON  Y  STRAINER
PN - 16 , S / STEEL MESH

SCREW END TO BSPT
½’’ ~ 2’’”

CAST  IRON  
GLOBE  VALVE PN - 16 

SCREW END TO BSPT
½’’ ~ 2’’

FDH BRASS VALVE

BRASS SPRING 
CHECK VALVE
¾’’   ~   4’’

BRASS SPRING 
TYPE FOOT VALVE
¾’’   ~   4’’

BRASS GATE 
VALVE
1½’’  ~   4’’

BRASS 
Y STRAINER
1½’’  ~   2’’

BRASS SWING 
CHECK VALVE
PN - 20 ( 20 BAR ) 
METAL TIGHTNESS
1½’’  ~   4’’

CAST IRON 
FOOT VALVE
2’’ ~ 6’’

BRASS
FOOT VALVE
2’’ ~ 4’’

DOUBLE DISC 
FOOT VALVE
4’’   ~   12’’

SINGLE SPHERE 
EXPANSION JOINT 
2’’   ~   8’’

DOUBLE SPHERE 
EXPANSION JOINT 
2’’

PVC FOOT 
VALVE
2’’   ~   6’’
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HIGH PERFORMANCE OHV GASOLINE ENGINE (6 ~ 24 HP) GASOLINE GENERATORS (650W - 10000W)

GASOLINE WATER PUMP  (50 ~ 100 mm) GASOLINE ENGINE WELDER  & GASOLINE POWER TILLER

MODEL R 160 R 200 R 210 R 240 R 270 R 390 R 420 R 670
Power ( Hp ) 5.5 6.5 7 8 9 13 15 24

MODEL R 950 R 1800 R 2800 R 3800 R 6500 R 7800 R 10000
Rated output 650 w 800 w 2000 w 2700 w 5000 w 5500 w 9000 w
Max. outout 700w 900 w 2200 w 3000 w 5500 w 6000 w 10000 w

MODEL    RT 50 ZB - 26 - 3.6Q    RT 80 ZB - 26 - 3.6Q   RT 100 ZB - 26 - 3.6Q   RT 50 HB - 35 - 3.8Q
Size              2'' x 2''              3'' x 3''               4'' x 4''              2'' x 2''
Power        R 200 / 6.5 Hp         R 200 / 6.5 Hp         R 270 / 9 Hp        R 200 / 6.5 Hp

190 Amps with AC Output

RTAXQ1 - 190 -2 RT1WG 4.0 

Powered By R 210
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PETROL AND DIESEL ENGINE

YAMAHA OHV PETROL ENGINE

KUBOTA VERTICAL WATER-COOLED
DIESEL ENGINE

ER – 2500N   22 HP

RV – 70N   7 HP

VIKYNO WATER-COOLED DIESEL ENGINE TARO / FUMAR
WATER-COOLED DIESEL ENGINE

YANMAR DIESEL ENGINE KANGGARO AIR-COOLED DIESEL ENGINE

KUBOTA WATER-COOLED DIESEL ENGINEGENERAL OHV PETROL ENGINE LAUNTOP PETROL ENGINE

MZ – 175   5.5 HP MZ – 300   10 HP MZ – 360   12 HP

HONDA OHV PETROL ENGINE

GX  SERIES   FROM  5.5 HP   ~   13 HP

GX  SERIES   FROM  5.5 HP   ~   13 HP LT - 620 QIE

ROBIN PETROL ENGINE

EY SERIES ~ EX SERIES ~ EH SERIES

B & S ENGINE

QUATTRO   4.5 HP

RK – 70N   7 HP RT – 125N   12.5 HP

L  &  LV  SERIES  AIR-COOLED DIESEL ENGINE
4.8 HP   ~   10 HP

TNE   &   TNV    SERIES  
WATER-COOLED DIESEL ENGINE

TS  SERIES  WATER-COOLED 
DIESEL ENGINE  19 HP   ~   23 HP

RV – 125N   12.5 HP EV – 2400N   22 HP TS SERIES   6 HP   ~    18 HP TR SERIES

TF  SERIES  WATER-COOLED 
DIESEL ENGINE  5 HP   ~   16 HP

D SERIES  &  V SERIES

5 HP   1500 rpm 6.5 HP   1500 rpm 12 HP   1500 rpm

LISTER-PETTER DIESEL ENGINE
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ALTERNATOR AND MOTOR

SINCRO DOUBLE BEARING ALTERNATORS
SINGLE PHASE   240 v     ITALY

ST  & STC  SERIES

ER 2 CXT   3 Kva
ER 2 CBT   4.8 Kva EK 2 MCT   6 Kva

2 POLE DC WELDING 
ALTERNATOR

ARC300-DC
WELDING AMPS : 300 AMPS

AC OUTPUT : 6 Kva 

ALTERNATOR
ST – 1 Phase    ~   3  To  24 kw
STC – 3 Phase  ~  10  To  50 kw

M POWER
SLG SERIES 

SINGLE BEARING

ALTERNATOR
5   ~   500 Kw With AVR
With Single And Three Phase,

ELETRON
EG SERIES 

DOUBLE BEARING
5   ~   500 Kw With AVR
With Single And Three Phase,

ETQ

ALTERNATOR
2   ~   5 KVA

ETQ

DC WELDING ALTERNATOR
DWG 611    190 Amps

SENG FU

DC   Welding  Alternator
ZHFT - 250    ~    250 Amps
ZHFT – 300    ~    300 Amps

ELETRON

Asynchronous  Induction  Motor
 IP55   ,   Class F   ,    3 Phase 
 1    ~    315 HP

High
Efficiency

EFF2 

TM

WORM GEAR
FCA

SIZE     : 40     50    60    70    80   
                100   120  135  155  175
RATIO : 1 : 10 , 1 : 20 , 1 : 30
                1 : 40 , 1 : 50 , 1 : 60

FCW

SIZE     : 40     50    60    70    80   
                100   120  135  155  175
RATIO : 1 : 10 , 1 : 20 , 1 : 30
                1 : 40 , 1 : 50 , 1 : 60

FCX

SIZE     : 40     50    60    70    80   
                100   120  135  155  175
RATIO : 1 : 10 , 1 : 20 , 1 : 30
                1 : 40 , 1 : 50 , 1 : 60

FCO

SIZE     : 40     50    60    70    80   
                100   120  135  155  175
RATIO : 1 : 10 , 1 : 20 , 1 : 30
                1 : 40 , 1 : 50 , 1 : 60

ELETRON

Asynchronous  Induction Motor
IP55  ,  Class B  ,   Single Phase
 0.5   ~    3 HP

TM

EXTERNAL  
VIBRATOR MOTOR

ZF - 9 – 50      90W
ZF - 18 – 50   180W
ZF - 55 – 50   550W
ZF - 80 – 50   800W

Asynchronous  Induction  Motor 
IP54   ,   Class F   ,    3 Phase 
0.5    ~    50 HP

Asynchronous  Induction Motor
IP44  ,  Class B  ,   Single Phase
 0.5   ~    3 HP

TM � ���	�
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DOWELD WELDING EQUIPMENT

MODEL
INPUT POWER
WELDING AMPS.
DUTY CYCLE
ELECTRODE DIA. (mm)

ARC - 160
19.1 A

20~160A
60%

1.6~4

ARC - 200
23 A

20~200A
60%

1.6~4

ARC - 250
23 A

50~250
60%

1.6~4

ARC - 400
19.5 A
60~400

60%
2.5~5

MODEL
INPUT POWER
WELDING AMPS.
DUTY CYCLE
WIRE DIA. (mm)

MIG 180
6.9 kva

40~150A
60%

0.6~0.8

MIG 250
29.2 kva
50~250A

60%
0.6~1.0

MIG 350
12.7 kva
50~350

60%
0.8~1.2

MODEL
INPUT POWER
CURRENT RANGE AMPS.
DUTY CYCLE
MAX. CUTTING DIA.(mm)

CUT 40
4.8 kva
20~40A

60%
12

CUT 60
4.8 kva
20~55A

60%
12

CUT 100
15 kva
20~100

60%
25

ACCESSORIES AND PARTS

BATTERY CHARGER TIG WELDER
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WELDING MACHINE

SUKAWA AC ARC WELDING MACHINE

UNI-ARC  WELDING  EQUIPMENTS

OIL COOLED

AC ARC WELDING MACHINE

INVERTER AC / DC TIG WELDER DC INVERTER PLASMA CUTTER

AIR COOLED

OC – 130
Weld. Amps  :   130  Amps
In. Voltage   :      240 v

300 AD / ADP
Weld. Current : 300 Amps
In. Power : 12 kva  3ph

OC – 190
Weld. Amps  :   190  Amps
In. Voltage   :      240 v

SKW – 160
Weld. Amps : 160 Amps
In. Voltage   :      220 v

                          SKW – 200
Weld. Amps : 200 Amps
In. Voltage   : 220 / 380 v          

SKW – 300
300 Amps
380 v          

SKW – 400
400 Amps
380 v          

                           SKW – 220
Weld. Amps : 220 Amps
In. Voltage   : 220 / 380 v          

SKW – 320
320 Amps
380 v          

SKW – 420
420 Amps
380 v          

SKW – 520
520 Amps
3         80 v          

AC - 220
Weld. Current : 220 Amps
In. Power : 17.6 kva  1ph

AC - 320
Weld. Current : 320 Amps
In. Power : 26.4 kva  3ph

AC - 420
Weld. Current : 420 Amps
In. Power : 30.8 kva  3ph

AC - 520
Weld. Current : 520 Amps
In. Power : 39.6 kva  3ph

DC INVERTER WELDING MACHINE 

STICK – 200S
Weld. Current : 200 Amps
In. Power : 4.5 kva  1ph

DC INVERTER TIG WELDING MACHINE 

TIG – 200 C / P
Weld. Current : 200 Amps
In. Power : 4.6 kva  1ph

P – 42 P
Cutting Cap. : 16 mm
In. Power : 8.2 kva  1ph

P – 82 P
Cutting Cap. : 40 mm
In. Power : 16.2 kva  1ph

PA – 100
Cutting Cap. : 50 mm
In. Power : 22 kva  1ph
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WELDING MACHINE

BATTERY CHARGER

Model : TIG – 208 S
Weld. Current : 200 Amps
In. Power : 4.2 kva  1 ph

DC INVERTER WELDING MACHINE 

Model : AC / DC 200
Weld. Current : 200 Amps
In. Power : 4.5 kva  1 ph

AC / DC INVERTER WELDER

Model :   CUT – 50
Max. Cutting : 20 mm   

PLASMA CUTTER

SHIYO WELDING MACHINE

Model :                 MMA – 160          MMA – 250           MMA – 250 A
Weld. Current : 160 Amps            200 Amps            250 Amps
In. Power :          5.3 kva  1 ph       7 kva   1 ph         9.4 kva   3 ph

DC INVERTER WELDING MACHINE 

MIG  – 2200 
Weld. Current : 220 Amps
In. Power : 4.6 kva  1ph

MIG WELDER

AUSTCORP

FUJI

ED 200 MDC  
Power By YANMAR Engine
Welding Current : 200 Amps   

DC WELDER
YANMAR

YDW – 190 A  
Power By YANMAR Engine
Welding Current : 190 Amps   

DC WELDER
VIKYNO KUBOTA

EV 2400-ZHFT250   
EV 2400-ZHFT300   
Welding Current : 250 Amps  300 Amps 

DC WELDER

KDW 250    
KDW 300    
Welding Current : 250 Amps  300 Amps 

DC WELDER

DWG – 7250  
Power By ETQ Engine
Welding Current : 190 Amps   

DC WELDER

HELVI BATTERY CHARGER
MADE IN ITALY

MADE IN JAPAN

GENERAL DECA LUTRON

PR0GRESS 8        8 Amps       12 v 
PROGRESS 17     17 Amps     24 v

HRC – 15010  
10 Amps   96 v

PROGRESS 25     25 Amps    24 v
PROGRESS 35B   35 Amps   48 v

STM – 10810
108 V      10 AMPS

AUTOMATIC VOLTAGE REGULATOR
SVC – 1000     1 kw   SVC – 2000     2 kw
SVC – 3000     3 kw   SVC – 5000     5 kw

DF – 1772     10 Amps     12 v

MACH 119
9 AMPS     12V

SMART 1115
15 AMPS     12V

SMART 1222
22 AMPS     24V

DT – 2236
DIGITAL  TACHOMETER
PHOTO / CONTACT



( CO.NO. 181694 – A )M P  MACHINERY ( MALAYSIA ) SDN BHD ( CO.NO. 181694 – A )– A )

փ��፞��ጅ��ଆ����ਠ����Љࡎ����˙��͌

PAGE 41 * SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.

MOTOR DRIVEN PUMP
HHB – 630B – II

ROLLER
HHHL - III B

PORTABLE 
HYDRAULIC KIT
T 150103     10 tons

HYDRAULIC PIPE BENDER
HHW - 2J    2''   HHW - 3J  3'' 
HHW - 4J    4'' 

HYDRAULIC PIPE BENDER
HHW - 2J  2''    HHW - 3J  3'' 

TLP HYDRAULIC EQUIPMENT

MECHANICAL 
CRIMPING TOOL
HHYJ – 120 

HYDRAULIC 
CRIMPING TOOL
HHY – 430  

HAND TEST PUMP
HHS - 4.0S   40 Bar
HHS - 6.3S   63 Bar

ELECTRIC PRESSURE 
TEST PUMP
HHS - 8D   

HYDRAULIC REBAR
CUTTER
HHG - 22

HYDRAULIC ANGLE 
STEEL CUTTER
HHJG – 60      HHJG – 100   

HYDRAULIC BUSBAR 
BENDER
HHM - 200 W  

23 PCS HYDRAULIC PULLER
OX 0203 D

HYDRAULIC GEAR PULLER WITH PUMP
HHL - 15F HHL - 20F 
HHL - 30F HHL - 50F 

HYDRAULIC GEAR PULLER
HHL - 5        HHL - 10
HHL - 20      HHL - 30

HYDRAULIC CYLINDER
HHYG SERIES

SINGLE ACTING
HOLLOW PLUNGER CYLINDER
HHYG - K SERIES

MANUAL PIPE BENDER
HHW - 25 S

MANUAL PIPE BENDER
HHW - 22 A

HYDRAULIC HAND PUMP
HHB - 700 B
HHB - 700 S 

HYDRAULIC BUSBAR
PUNCHER
HHM - 70 
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LIFTING AND HYDRAULIC PRESS

ELECTRIC CHAIN HOIST , CHAIN BLOCK AND LEVER BLOCK CHINA CHAIN BLOCK AND LEVER BLOCK

UH SERIES
1 TO 10 Ton  3 Phase , 415V

LB SERIES     UL SERIES MOTORIZED TROLLY

PLAIN TROLLEY

1 TO 20 TONS
With Variable Length Of  Chain 

UP TO 3 TON UP TO 3 TON 200 kgs ~ 2000 kgs

NKK  TW SERIES
ELECTRIC WINCH

TABLE TRUCK MANUAL STACKER
PS 0411
400 KGS   1.5M

TABLE TRUCK
TFD 70
700 KGS  DF –  50A    500 Kg

ENGINE HOIST
T – 32002 - 2    2000 Kg
BM04-92300    3000 Kg

PALLET TRUCK
AC – 35    3.5 Tons

PALLET TRUCK
DF – 25 x 550    2.5 Tons
DF – 25 x 685    2.5 Tons

PALLET TRUCK
DF – 30    3 Tons

BATTERY STACKER
SPMS -OM1000 
1000 Kg

MANUAL STACKER
SFH – 10   
1000 Kg

HYDRAULIC 
PRESS   
SD 0825      
50 Ton

HYDRAULIC  
PRESS   
SD 0809
20 Ton

HYDRAULIC 
PRESS   
SD 0808 
30 Ton

HYDRAULIC  
PRESS  
SD 0802         
10 Ton

ELECTRIC 
HYDRAULIC PRESS   
SD 0882
75 Ton

ELECTRIC 
HYDRAULIC PRESS   
SD 0883
100 Ton

ELECTRIC 
HYDRAULIC PRESS   
SD 0884  
150 Ton

TOYO
HYDRAULIC PRESS
20   ~   150 Tons
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LIFTING AND HYDRAULIC PRESS

FLOOR  JACK
T – 82252     2.25 Tons
T – 83001    3 Tons

FLOOR  JACK
T 070203     3 Ton

FLOOR  JACK
T 070206     3 Ton

FLOOR  JACK
T 130104 – 5     5 Ton

FLOOR  JACK
T 130105 – 10     10 Ton

MANUAL 
GREASE PUMP
H  20 G       20 L

PNEUMATIC 
GREASE PUMP
A 65 – G       20 L

PARTS WASHER

CREEPER
SD 1204

TR - 4001 – 20
PARTS WASHER STEEL BLASTER CABINET

T 650102TR - 4001 – 40
PNEUMATIC WASTE SPRING COMPRESSOR

SD - 1204OIL EXTRACTOR
TGR – 2092

OIL DRAINER
TANK
TGR - 2020

JACK STAND TRANSMISSION 
JACK
TRA – 4059

 CHEST AND ROLLER TOOLS CABINETS LETTER
CABINET

MESH PALLET
Capacity : 1200 Kg

BOTTLE JACK
2   ~   50 Tons
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WORKSHOP EQUIPMENT

RADIAL
DRILLING MACHINE
RD 5016 

VERTICAL
DRILLING MACHINE
Z 5030

MINI LATHE MACHINE
HQ – 500   

MINI LATHE MACHINE
CQ 9332    

SHAPING  MACHINE
B – 635 A

SHAPING  MACHINE
B – 6050 LATHE MACHINE    ROLLING  MACHINE 

HIGH SPEED CUT OFF MACHINE
MPC - 400 – 1   3 Hp   1 Phasse
MPC - 400 – 3   3 Hp   3 Phase

HACKSAW
G – 7016    14’’
0.37 kw    3ph

PROFILING
CUTTING MACHINE
CG2 – 150B

METAL BAND SAW
BS – 712N     7’’
0.75 kw        1 ph

STRAIGHT LINE CUTTER
UA – 12
GCD2 - 100

DRILLING & MILLING MACHINE
ZX – 40   1.1 kw
Max. Drilling Cap. : 40 mm
Max. End Milling : 32 mm

BENCH GRINDER
MPBG – 150   6’’
MPBG – 200   8’’ 
MPBG – 250   10’’

PEDESTAL GRINDER
MPPG - 250 F – 750    10’’
MPPG - 300 F – 1100  12’’

BENCH DRILL
MP 16 - 550
MP 20 - 750
MP 25 - 1100

VERTICAL
DRILLING MACHINE
H5 – 3C   25 mm 
0.85/1.1 kw 

DRILLING &
MILLING MACHINE
ZX – 6350 Z 

UNIVERSAL RADIAL
DRILLING MACHINE
Z 32 K – 1   1.5 kw
Max. Drilling Cap. : 25 mm
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WOODWORKING MACHINE

PIPE THREADING MACHINE

WT  - 1035 ½” - 1¼”

WT  - 1055 ½” - 2”
MP 50
½” - 2”

P - 80
½” - 3”

P - 100
½” - 4”

P - 150
½” - 6”

PIPE CUTTER
PC - 280
1½” - 11”    0.55 kw

CHHJ - 160 SA   6” CHHJ - 160 SB   6” CHHJ - 250 SA   10” CHDHJ - 250   10” CHHJ - 315   12”

BUTT WELDING MACHINE

MULTI PURPOSE WOOD
WORKING MACHINE
Model : MQ - 343
Power : 3 Hp 220 v
Capacity : 300 mm

MULTI PURPOSE WOOD
WORKING MACHINE
Model : MQ - 443
Power : 3 Hp 220 v
Capacity : 300 mm

BAND SAW
Model : MJ - 395
Power : 3 Hp 380 v
Capacity : 500 mm

THICKNESSER
Model : MB - 104
Power : 1 Hp 220 v
Capacity : 400 mm

SINGLE SIDE THICKNESSER
Model : MB - 106
Power : 5.5 Hp 380 v
Capacity : 600 mm

PLANER
Model : MB - 504 E
Power : 4 Hp 380 v
Capacity : 400 mm

RATCHET DIE STOCKS

SLIDING TABLE SAW
Model : BK - 800
Power : 3 Hp 240 v
Capacity : 350 mm

SLIDING TABLE SAW
Model : BK - 800 TA
Power : 5 Hp 415 v
Capacity : 350 mm

RADIAL ARM SAW
Model : MB - 224 C
Power : 4 Hp 380 v
Capacity : 400 mm

SLOT MORTISER
Model : MS - 362
Power : 0.75 Hp 220 v
Capacity : 16 mm

WOOD COPY LATHE MACHINE
Model : MCF - 3015 C
Power : 0.5 Hp 220 v
Capacity : 1200 mm

CIRCULAR BLADE SHARPENER
MF - 126 A DUST COLLECTOR

MF 9013 A       MF 9040 TOOLS SHARPENER
MF 206 N
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AGRICULTURAL MACHINERY

 

Model: 6 NF-9
Power            : 12 Hp
Productivity : 450-600Kg/h

RICE COMBINE HARVESTER
MODEL : 4L – 80A   POWER : R - 185

PADDY THRESHER
Model : MP – 1   Power : 5 Hp
Productivity : 400 ~ 500 Kg/h

MINI TILLER
Model : RT1WG 4.0-JM 
Power : 7 Hp

CORN THRESHER
Model : 5TY - 1.5
Power : 2 Hp

POWER TILLER
Model : GN – 121 
Power : 12 Hp 

Model             :  SB – 5          SB – 10     SB - 30       
Power            :  10 Hp           15Hp          20Hp
Productivity :  700- 900      1100-1500Kg/h

Model: NZJ 10/8.5
Power           : 20 Hp
Productivity : 900-1300Kg/h

CTM SERIES
UP TO 60 Tons / Day

RICE MILLING MACHINE

JINMA TRACTOR

 

 

 

JM – 254    25 HP
JM – 304    30 HP

TRAILER FINISHING MOWER JM – 254    25 HP
JM – 304    30 HP

TURF CUTTING MACHINE
Model : ZW-300
Power : 9 HP
Work Width : 300 mm
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AGRICULTURAL MACHINERY

PADDY THRESHER
Model : TDG – 400          
Power : 12 Hp
Productivity : 600 ~ 1000 Kg/h

CORN GRINDER
Model : N – 40        
Power : 6  Hp 

FFC DISK MILL
FFC – 15        FFC – 23       FFC – 45
1.5Hp             4Hp               15Hp

GRASS CUTTING MACHINE
Model : MP – 2      
Power : 5 Hp 

WOOD CHOPPER MACHINE
Model : MX – 34420  
Power : 20 Hp

GRASS SHREDDER CHIPPER
Model :FYS – 76      Power : 6.5 Hp 
Model :FY – 13        Power : 13 Hp

GRASS CHOPPER
Model : H – 5000       
Power : 5 Hp

MINI DUMPER
MODEL : BY - 160 – 100
ENGINE : HONDA GXV - 160

GRASS CUTTING MACHINE
Model : 93 ZP – 1.0      
Power : 5.5 Hp 

STRONG CRUSHER
MODEL : PC – 300   POWER : 5.5 kw
MODEL : PC – 400   POWER : 7.5 kw
MODEL : PC – 500   POWER :  11 kw

PADDLE WHEEL AERATOR
MODEL : FD-1.5-4   2HP/3PH

RUBBER MANGLE

MINI FOGGER
MODEL : 2000 G

SAMSAN

FOGGING MACHINE
MODEL : SSF - 150

SAMSAN

HAND  SPRAYER
MP – 16     MP – 20 
16L             20L

SPRAYER PUMP
WS 16A

SPRAYER PUMP
MODEL : MP-16B    MP-20B

 

SPRAYER PUMP
MODEL : BP - 18

 

SPRAYER PUMP   
( BATTERY )
MODEL : WS - 15D
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AGRICULTURAL MACHINERY

GRASS CUTTER
Model : VRS – C302
Power : 32.8 cc

POWERED BY 
MITSUBISHI ENGINE

HI - TB – 33    33cc
HI - TB – 43    43cc

HIACE
TAIWAN

MISUBISHI

GRASS CUTTER
Model : BG-330
Power : 32.8CC

GRASS CUTTER
Model : BG-328
Power : 31.8CC

TENAKA

LAWN MOWER
Model : LK – 18400 ,  4 Hp ,  18’’
Model : LK – 18400 A , 4.0 Hp ,  18’’  ~  AUTO

POWERED BY
B & S ENGINE

LAWN   MOWER
24’’      Power : 5 Hp 

POWERED BY 
YAMAHA  &  ROBIN

PRUNING SAW
MODEL : PN - 430 - 4m

CHAINSAW
Model : ST - 5220,   20’’ ,   52cc
Model : ST - 6222,   22’’ ,   61.5cc
Model : ST - 7224,   24’’ ,   72cc

STEEL

ENGINE BLOWER
Model : EB – 260
AIR FLOW : 0.13m³/s

ENGINE VACUUM BLOWER
EBV - 260

ENGINE BLOWER
EB - 850

POWER SPRAYER
FT – 30 EI   21 ~ 40 Bar   30 ~ 45 l/m
FS – 80        21 ~ 40 Bar   60 ~ 100 l/m

HEDGE TRIMMER

GENERAL

MIST DUSTER
3WF – 2.6A

POWER SPRAYER
3WZ – 4   ,   3WZ - 6

2T  CUTTER  BLADE
1’’ x 12’’ x 70 mm x 1.4 mm  
1’’ x 12’’ x 90 mm x 1.4 mm
1’’ x 12’’ x 90 mm x 1.6 mm
1’’ x 14’’ x 90 mm x 1.4 mm
1’’ x 14’’ x 90 mm x 1.6 mm

8T CUTTER BLADE
1’’ x 250 mm x 8T 

STAINLESS STEEL 
CUTTER BLADE
MBC - 02 - 12
MBC - 02 - 14
MBC - 03 - 12

3T  CUTTER  BLADE 

NYLON  CUTTER CIRCULAR  BLADE
1’’ x 250 mm x 80T 

SUKAWA
For ALUMINIUM
TCT BLADE

SUKAWA
For WOOD
TCT BLADE

TCT CUTTER BLADE
YSK-P-25540

TCT CUTTER BLADE
YSK – N – 25540  
YSK – C – 25540  

CUTTER BLADE
YSK -255 - 39T

AUGER DRILL
AG 43 - 150
AG 52 - 200
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HOSE, NOZZLE & COUPLING

LAY FLAT HOSE BLACK SUCTION HOSE SPRING WIRE HOSE SPRAYER HOSE
SEMCO/PONY
SPRAYER HOSE

FUJI AIR HOSE

YAMA FIRE HOSE

BRASS
SPRAYER
GUN

FIRE NOZZLE
2½” DIFFUSER TYPE

FIRE NOZZLE
2”, 2½” JET TYPE

JOHN MORRIS
QUICK COUPLING

Aluminium Quick
Coupling

1”,1½”,2”,2½”

JOHN MORRIS QUICK COUPLING JOHN MORRIS
AIR COUPLER

Brass Quick Coupling
1”, 1½”, 2”, 2½”

Aluminium Reducing Coupling
2½” x 1½”, 2½ x 2”

Brass Thread Adaptor
2½” x 1½”, 2½ x 2”, 2½” x 2½”

PF
FEMALE THREAD PLUG

PH
HOSE PLUG

PM
MALE THREAD PLUG

SF
FEMALE THREAD PLUG

SM
MALE THREAD PLUG

SH
HOSE SOCKET

EAGLE TWIN HOSE WITH SAFETY
APPROVED CERTIFICATE
6.5 mm x 100 m

2”, 3”, 4”, 6”, 8”
Length : 100 m   Pressure : 3 Bar 2”, 3”, 4”, 6”, 8”

Length : 100 m   Pressure : 6 Bar
2”, 3”, 4”, 6”, 8”, 10”, 12”

Length : 6 m   Pressure : 3 Bar

¼” X 50 m
1” x 50 m
1¼” x 40 m
1½” x 40 m
2” x 40 m

2½” x 20 m
3” x 20 m
4” x 20 m
6” x 10 m

8.5 mm x 100 m    10 mm x 100 m
13 mm x 100 m     25 mm x 100 m

25 mm x 30 m    50 mm x 30 m
38 mm x 30 m    65 mm x 30 m

8.5 mm X 100 m
13 mm X 100 m

19 mm x 100 m 

PRESSURE SWITCH FOR AIR
PC - 6 1 WAY
PC - 6 4 WAY

PRESSURE SWITCH FOR WATER
PC - 5 1 WAY

FLOAT SWITCH FOR WATER
PC - 8 10 m
PC - 8 5 m

RIDGID CUTTING OIL

TAILIN ABRASIVE
CUTTING & GRINDING DISC

PRESSURE SWITCH FOR AIR
PC - 21 1 WAY

PRESSURE SWITCH FOR AIR
PC - 7     1 WAY  PC - 7     4 WAY

PRESSURE SWITCH FOR WATER
PC - 3B 1.1 ~ 1.8 Bar
PC - 3B 1.0 ~ 2.0 Bar

PC - 3B 1.4 ~ 2.4 Bar
PC - 3B 1.8 ~ 2.8 Bar
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HOSE, NOZZLE AND COUPLING

BACK ENTRY 
DRY TYPE

PRESSURE GAUGE PRESSURE GAUGE

BOTTOM ENTRY
DRY TYPE

VACUUM GAUGE
BOTTOM ENTRY

V - PULLEY

115 mm - 450 mm

4” - 18”

CAST IRON HANGER BEARING
C/W ALPHA POLY BUSH

CAST STEEL FLANGE
PN 16, PN 40, JIS 10K
TABLE E, ANSI 150

POLY PLUS BUSH

TAPER LOCK PULLEY CHAIN COUPLING

TRANSMISSION SPROCKET
SIMPLEX     DUPLEX     TRIPLEX

ROLLER CHAIN
SIMPLEX     DUPLEX     TRIPLEX

CONVEYOR CHAIN

BACK ENTRY
OIL FILLED

BOTTOM ENTRY
OIL FILLED

TEMPERATURE GAUGE
WITH BACK & BOTTOM ENTRY

TEMPERATURE GAUGE
COMPLETE WITH 
CAPILLARY TUBE

VACUUM GAUGE
BACK ENTRY

FLEXIBLE COUPLING

CONVEYOR CHAIN
SPROCKET

AR 400
NON CONTACT
INFRARED
THERMOMETER

AR 862A
NON CONTACT
INFRARED
THERMOMETER

AR 844
DIGITAL SOUND
LEVEL METER

BOSCH
NOZZLE TESTER
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YSK MECHANICAL SEAL

AR R3 CMS - mm CMS - inc
BMS - inc JCMS KMS

SMS KMSB NMS PMS

SDMS

CPMS ZMS

KGMS EMS SHMS TMS TMS FXM

58UMSFMSD
EDMS

FCMS YSMS
MMS MNMS

MS 676
YMS UWMS

MS 606 K1MS MS 1589 PACKING SEAL

HIGH QUALITY MECHANICAL SEAL FOR CLEAN WATER , SEWAGE WATER AND PROCESS PUMP
MATERIAL AVAILABLE : TUNGSTEN CARBIDE , SILICON CARBIDE , CARBON & CERAMIC 
RUBBER  PART  : VITON , NBR & EPDM
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ALUMINIUM CAM LOCK COUPLING

TYPE A
MALE ADAPTER X FEMALE THREAD

TYPE B
FEMALE COUPLER X MALE THREAD

TYPE C
FEMALE COUPLER X HOSE SHANK

TYPE D
FEMALE COUPLER X FEMALE THREAD

TYPE E
MALE ADAPTER X HOSE SHANK

TYPE F
MALE ADAPTER X MALE THREAD

TYPE DC
DUST CAP

TYPE DP
DUST PLUG

KC NIPPLE COUPLING
(HEAVY DUTY)

KC NIPPLE COUPLING HEAVY DUTY DOUBLE BOLT CLAMP HOSE MENDER

A - 50
A - 75
A - 100
A - 125
A - 150
A - 200
A - 250
A - 300
A - 400
A - 500
A - 600

½”
¾”
1”
1¼”
1½”
2”
2½”
3”
4”
5”
6”

B - 50
B - 75
B - 100
B - 125
B - 150
B - 200
B - 250
B - 300
B - 400
B - 500
B - 600

½”
¾”
1”
1¼”
1½”
2”
2½”
3”
4”
5”
6”

C - 50
C - 75
C - 100
C - 125
C - 150
C - 200
C - 250
C - 300
C - 400
C - 500
C - 600

½”
¾”
1”
1¼”
1½”
2”
2½”
3”
4”
5”
6”

D - 50
D - 75
D - 100
D - 125
D - 150
D - 200
D - 250
D - 300
D - 400
D - 500
D - 600

½”
¾”
1”
1¼”
1½”
2”
2½”
3”
4”
5”
6”

E - 50
E - 75
E - 100
E - 125
E - 150
E - 200
E - 250
E - 300
E - 400
E - 500
E - 600

½”
¾”
1”
1¼”
1½”
2”
2½”
3”
4”
5”
6”

F - 50
F - 75
F - 100
F - 125
F - 150
F - 200
F - 250
F - 300
F - 400
F - 500
F - 600

½”
¾”
1”
1¼”
1½”
2”
2½”
3”
4”
5”
6”

DC - 50
DC - 75
DC - 100
DC - 125
DC - 150
DC - 200
DC - 250
DC - 300
DC - 400
DC - 500
DC - 600

½”
¾”
1”
1¼”
1½”
2”
2½”
3”
4”
5”
6”

DP - 50
DP - 75
DP - 100
DP - 125
DP - 150
DP - 200
DP - 250
DP - 300
DP - 400
DP - 500
DP - 600

½”
¾”
1”
1¼”
1½”
2”
2½”
3”
4”
5”
6”

¾”
1”
1¼”
1½”
2”
2½”
3”
4”
6”
8”

75 x 2.3
80 x 2.8
90 x 3.0
95 x 3.1
105 x 3.2
130 x 3.8
140 x 3.8
168 x 3.8
350 x 5.5
380 x 8.0

½”
¾”
1”
1¼”
1½”
2”
2½”
3”
4”
6”

80 x 2.0
80 x 2.0
100 x 2.2
100 x 2.2
100 x 2.3
120 x 2.5
120 x 2.8
140 x 3.0
150 x 3.5
200 x 4.0

2”
3”
4”
6”
8”

122 X 3.1
156 X 3.8
200 X 3.8
260 X 4.5
350 X 6

SL - 22
SL - 29
SL - 34
SL - 40
SL - 49
SL - 60
SL - 76
SL - 94
SL - 115
SL - 400
SL - 463
SL - 525
SL - 550
SL - 600
SL - 675
SL - 769
SL - 818
SL - 875
SL - 988
SL - 1125
SL - 1275

17 - 22
22 - 29
29 - 34
34 - 40
40 - 49
49 - 60
60 - 76
76 - 94
94 - 115
89 - 102
103 - 113
106 - 127
127 - 140
140 - 154
155 - 175
176 - 194
195 - 208
209 - 225
227 - 250
252 - 289
284 - 330




